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INTRODUCTION 



Pasamos mas tiempo en el lugar de trabajo que en nuestra propia casa. El entomo laboral se ha 
convertido en una extension de nuestra vivienda, en el lugar donde no solo desarrollamos nuestras actividades 
profesionales, siho tambien nos relacionamos y convivimos con otras personas que comparten ese espacio 
cornun. Este, sin embargo, esta atravesando una serie de cambios y transfonmaciones que derivan de la natura- 
leza de la actividad laboral de fin de siglo. 

Hasta muy recientemente, el trabajo no se podia disociar del sitio de trabajo. La presencia en el mismo resul- 
taba imprescindible. Las cosas han cambiado. El creaente desarrolio de las tecnologi'as de la informacion y los 
sistemas de comunicaciones ha favorecido que la dimension espacial del trabajo pierda importancia. Las mesas 
de trabajo han ido reduciendo paulatinamente sus dimensiones a medida que mas y mas information se ha 
podido ir almacenando en el ordenador personal. El trabajador va ganando autosuficiencia, con el teletrabajo 
como maxima expresion de la disociacion entre presencia fi'sica y production, 

Desde naves industrials a estudios, talleres o laboratorios. cada tipologi'a debe responder a necesidades distin- 
tas y adaptarse a diferentes condiciones y emplazamientos. 

A la hora de proyectar un lugar de trabajo, multitud de criterios entran en juego. Los factores espaciales. pre- 
supuestanos.de emplazamiento o de representatividad que definen cada actuation adquieren mayor o menor 
importancia a tenor de las necesidades del cliente, Porque la sede de una empresa desarrolla un papel tanto 
funcional, -es el espacio donde se desarrollan las actividades de la misma- como de representation de la 
empresa e imagen de la misma de cara al publico. 

El emplazamiento de la sede de trabajo determina en gran medida su naturateza. El entorno urbano connporta 
una serie de ventajas -mayor praximidad al cliente, mejores conexiones, mayor presencia publica- y una serie 
de inconvenientes, entre los cuales destacan la falta de espacio y el elevado precio del suelo. El entorno rural o 
el poli'gono industrial, por su parte, supone una menor presencia publica, que queda compensada por un pre- 
cio del suelo mas reducido y la posibtlidad de disfrutar de grandes espacios. Las caracten'sticas de cada empre- 
sa determmaran la eleccion de uno u otro emplazamiento. 

Un nuevo criteno a tener en cuenta en el disefio de espacios de trabajo es el ecologico. Las ultimas tenden- 
a i arquitectura apuntan a una mayor atencion a factores como sostenibilidad, ahorro energetico, uso de 
energias alternatives o no-agrestdn al entorno. Igual que se cuida la calidad de vida de las personas que ocupa- 
ran el espacio, se intenta cuidar el emplazamiento del mismo. 

Asi las cosas, con un panorama en rapida transfbrmacion, la arquitectura actual debe ser capaz de ofrecer 
soluciones a todos los retos que el lugar de trabajo presenta. Los proyectos reunidos en este volumen, muy 
distintos entre si. roinriden, sin embargo, en el uso de nuevos maleriales respetuosos tanto con los trabajado- 
res como con el medio ambiente, en la investigation de nucvas formas y nuevas Upologi'as capaces de ofrecer 

iidad y flexibilidad a entornos laborales en continue cambio y expansion, en el intento de crear un 
ambiente de trabajo relajado. de famentar la relation y la interaction entre los distintos miembros de la 
empresa, Se trate de proyectos de nueva planta o de remodelaciones, de construcciones en un entorno urba- 
no o alejado de la ciudad, de espacios de grandes o pequenas dimensiones. las propuestas que ofrece esie 
libra constituyen una valiosi'sima fuente de inspiration y reflexion sobre los desafibs que entrafia la conception 
de un espacio de trabajo, Tanto el linsmo de Rataplan como la contundencia de MVRDV el |uego geometrico 

■ tdy Brown, la apuesta ecologica de LOG ID o el enfoque ludico de W. J. Neutehngs. por citar solo a 
algunos dc los arqutectos cuyas obras presentarnos, constituyen nuevas altemativas y miradas sobre un 
campo: el de la arquitectura del espacio de trabajo, tan eslimuLinte como complejo. 



We spend more time in the Workplace than in our own home. The working environ- 
ment has become on extension of our dwelling, not only ihe place where we carry out our profes- 
sional activities but also one where we relate to and cohabit with other people who share thai 
space. This, however, is undergoing a series ol changes ond transfot motions that arise from the 
nature of work at the end of the century. 

Until very recently, work could not be dissociated from the workplace. The presence o( workers 
was indispensable. Things have now changed. As a result of the increasing development of infor- 
mation technologies and the communications systems, the spatial dimension of work has become 
less important Desks hove gradually shrunk as more and more information can be stored in the 
personal computer. Workers have gained self-sufficiency, with telewoik as the maximum expres- 
sion of the dissociation between physical presence and production. 

From factories to studios, workshops or laboratories, each typology must respond to different 
needs and odapt to different conditions ond locations. 

In designing a workplace, many criteria come into ploy. The importance of factors such as layout, 
budget, location and representativeness that define each scheme depend on the needs of each 
client, The headquarters of a company ploys a functional role — it is the space in which the activity 
of Ihe firm is carried out — and a role of representation of the company and its public image. 
To a great extent the location of the premises determines the nature of the firm. The urban envi- 
ronment offers a series of advantages such as greater proximity lo clients, belter connections and 
greater public presence, and a series of drawbacks such as the lack of space and the high price 
of land The rural environment or the industrial estate, on the other hand, involve a lesser public 
presence which is compensated by lower land prices and the possibility of enjoying large spa 
ces. The characteristics of each company will determine the best location foi it 
A new criterion to bear in mind in designing work spaces is the environmental impact The latest tendencies 
in architecture pay more attention lo factors such as susta inability, energy saving, use of alternative eneigy 
and non-aggression to ihe environment. Jusl as care is taken to ensure the quality of life of the people who 
will occupy the space, it is also attempted lo take care of the location. 

Thus, in a rapidly changing situation, present-day architecture should be able to offer solutions to 
all the challenges of the workplace. The projects presented in this volume are different from each 
othei but all use new materials that are worker and environment-friendly, investigate new forms 
and new typologies that offer versatility and flexibility fot continuously changing and expanding 
working environments -attempt to create a relaxed working otmosphere, and foster relations and 
inleiaction between Ihe different members of ihe company. Whether they are new designs or reno- 
vations, in an urban environment or far from the city, large or small schemes, the proposals offered 

\s book are a valuable source of inspiration and reflection on the challenges of conceiving a 
working space. The lyricism of Rataplan and ihe forceful ness of MVRDV, the geometric gome ol 
Randy Brown, the ecological emphasis of LOG ID and the playful approach of W, J. Neutelings, 
to only mention some of ihe architects whose works aie presented, are new alternatives and 
approaches to the architecture of the work space, which Is both stimulating and complex. 



Wiel Arets 

Lensvelt Offices and Warehouse 

Breda, The Netherlands Photographs: Christian Richters 



The headquarters of the Dutch transportation company Lensvelt was 
designed as a single body, a two-story rectangular volume with exterior 
cladding of folded sheets, interrupted only by the lorry access doors distrib- 
uted along the facade. The design responded to the company's needs with a 
homogenous area on the ground floor containing the entrance, the show- 
room with a loft, the reception area, a patio, a dining room, a shipping office 
and storage space; while the offices, machine room, dressing room and 
another storage space are allocated to the first floor. 
This building was conceived as a transparent, well-lit, homogenous volume 
which distances itsell from the stereotypical image o( industrial construc- 
tions, which typically display uniform design with little thought given to aes- 
thetic considerations. The idea was to harmoniously unify, within the same 
building, the administrative facilities, storage spaces, access for the transport 
vehicles and service areas. 

From the exterior, this building is seen as a partitioniess rectangular body 
with openings for the lorries, whose facade of translucent glass panels 
casts an abundance of natural light into the interior. Another source of light 
is the open space which has been left between the walls and the roof, 
allowing the light to reach even the offices grouped together in the centre of 
the building. The walls and ceiling, painted white, also contribute to achiev- 
ing (he desired brightness in the building. Wood was used for the flooring 
and concrete for the vertical faces. 



La sede de fa compafiia de transportes holandesa Lensvelt se proyectd 
como un cuerpo unico, un volumen rectangular con das niveles y un 
revestimiento exterior de planchas ondufadas que solo se ve interrum- 
pido por las puertas que se distribuyen a lo largo de la fachada y 
que dan acceso a los camiones. Este programa responde a las necesi- 
dades de la cornpafiia con una superfine homogenea que contiene el 
acceso, la sala de muestras con altillo, la recepcidn. un patio, el come- 
doc un despacho para envios y el espacio de almacenaje en la planta 
baja, y las oftcinas. sala de maquinas y vestuario, asf como tambien otro 
espacio de almacenaje. en el primer piso. 

Este edificio se concibe como un volumen homogeneo, transparente y 
lurninoso que huye de la image n estereotipada de las edificaciones de 
caracter industrial, tradicionalmente uniformes y esteticamente poco 
elaboradas. Se pretendi'a poner en relacion de manera armdnica. en el 
mismo edificio. las zonas de administration, espatios de almacenaje. el 
acceso de los vehfculos de tnansporte y los servicios. 
Desde el exterior; este edificio se percibe como un cuerpo rectangular 
sm particiones con aperturas para la entrada de camiones y cuya 
fachada de plarichas de cristal traslucido permite la entrada de abun- 
dante luz natural en el interior Olra fuente de luz es el espacio libre 
que se ha dejado entre los paramentos y la cubierta, que permite que 
la luz penetre incluso en las oficinas agrupadas en el centra del edificio. 
Los muros y el tec ho, pintados de color bianco, tambien contnbuyen s 
la lummosidad pretendida del edificio. Se ha empleado madera para el 
pavimento y hormigon para los paramentos verticales. 
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Site plan / Piano de silmcion 



This two-story polygonal volume is perceived as 
a homogeneous surlace without partitions, only 
interrupted by the access and the lorry bays, 

Esle volumen poll go rial de dos planlas se 
pcrcibe como una superficie homogenea 
sin particiones. unicamentc interrumpida 
por el acceso y las apertures destmadas a la 
entrada dc cam i ones. 
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The building has Iranslucent glass facades Itiat 
provide ample natural lighting. 

El edificio esta cerrado por fachadas de dis- 
tal Lranslucido que permitcn la entrada de 
ribunddnte luz natural. 
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Soulh elevation / AIakjo sur 



North elevation / Alzado n 
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East elevation / Aljado 
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First floor plan / Pi imei a pldnta 
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Ground Itoor plan / Pi 




Ground floor plan / Planta baja 

1 Showroom / Showroom 

2 Entrance / Acceso 

3 Reception I Reception 

4 Pallor Patio 

5 Dining room / Comeetor 

6 Dispatch /Enuios 

7 Containers / Containers 

8 Wha rehou se / Al macen 

9 Lounge / Salon 



First door plan / Prime™ planta 

1 Mezzanine Showroom / Showroom plants mezzanine 

2 VoidrVaob 

3 VoietrVao'o 

4 Oticees/Ofieinas 

5 Dispatch / Emmas 

S Utility room I Sala de maqumas 

7 Void/Vaob 

B Vdid/Vacib 

9 Dressing /Veilidor 







The free space between [he walls and the ceil- 
ing lets Ihe light inlo I he offices grouped in the 
centre of the building. The floor is made of wood 
and the ceiling and walls are pamled white. 

Et espacio libre existente entre los para- 
mentos y el lecho permite que la In* pene- 
tre en las oficinas agrupadas en el centra 
del edificio. El pavimcnto es de madera. 
mrentras que el techo y | os paramentos 
verticals* se han pintado de bianco. 






18 



r [ ... J .... Z^ppY-T-i ' -i-i 



• ■■■■ ■ 



Q 




L 



Section A-A^ Section A-A 




UJ1 



P»i| T-j 



DBJU 



i 



Seclion B-B I Seccion B-B 






Section H-H / Section H-H 



Section C-C / Seccion C-C 
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Section D-D / Section D-D 




Technical details / Ficha tecnica 



Architect / Anquitecto: 

Wiel Arets Architect & Associates B,V 

[Wiel Arels, Ivo Daniels, Rene Thijssen) 

Proyect / Proyecto: 

Offices & Factory building Lensvelt 

Collaborator / Colaborador: 

Paul van Dongen 

Location / Localization: 
Breda, The Netherlands 

Master builders / Aparejadores: 
Korteweg Bouw B.V. 

Electricity & Instalations / Eleciricidad 
e Insta lactones: 
Verhoeven B.V. 

Area / Superficie: 
6,230 sqm 



Neutelings RiediJK Architects 

Veenman Printers 



Ede, The Netherlands 



Photographs; Christian Richters 



The new building lor Veenman printers in Ede consists ot two sections: the 
printing works with the necessary stock room and an office section. 
The site is in a very typical business location amongst a lot of fairly ran- 
domly dispersed buildings of mediocre quality in which the office section is 
always differently articulated and materialised than the production section. 
In order to avoid this traditional distinction between white and blue-collar 
workers, the architects opted for a continuous elevation wrapped, as it 
were, around the building. 

In addition, the building is organised around a courtyard garden Irom which 
the various departments are in visual contact with one another. This court- 
yard garden (designed by West 8) forms a counterpoint to Ihe neighbour- 
ing business premises and creates a pleasant work climate that is in touch 
with the changing seasons. 

The facade is composed of three sections: a black, concrete stone plinth, a 
row of windows in the plinth and above this a glazed section. The latter 
consists ol glass panels trough which it is possible to see the light-reflec- 
tive insulation. The glazing is mounted in a simple framework derived from 
greenhouse construction, The glass is printed with a text by K, Schippers 
(layout by K. Martens). 

The building has a V-shaped roof. The section is such that the areas 
requiring a lot of head-space are located under the highest sections of the 
roof The volume is indented at two spots: the main entrance, which is 
marked by the load-bearing company logo, and the dispatch entrance. 
These, together with Ihe V-shaped cornice line, add up to a striking volume 
that can be recognised from the motorway. 



La nueva sede de la imprenta Veenman en Ede cuerrta con dos sec- 
ciones diferenciadas: el taller de impresion. con su almacen corres- 
pondiente. y un departamento de oficinas. El edificio esta emplazado 
en una zona comercial. rodeado de otros edificios de mediocre fac- 
tura en los que el espacio destinado a oficinas se articula y material!- 
za siempre de un tmodo distinto al destinado a produce ion. 
Para evitar esta traditional distmcion erttre operanos y ejecutivos, se 
optd por la construction de una falsa fachada que envolviera el edifi- 
cio. Este se organiza alrededor de un jardi'n que permite relacionar 
visual me nte los distintos departamentos. El jardi'n, disenado por West 8, 
actua como contrapunto de las mstalac tones vecinas y crea un 
ambiente de trabajo agradable. fntimamente relacionado con el cam- 
bio de estaciones. 

La fachada esta formada por tres secctones: un plmio negro de hor 
migon, una hilera de ventanas que se abren en el plinto y, encima del 
misrno, una seccion acnstalada formada por paneles de cnstal deco- 
rados, montados sobre un marco sencillo, parecido al que se emplea 

1 1 construccion de invernaderos. 
La cubierta del edificio tiene forma de V invertida, una seccion que 
permite acomodar con mas amplitud los departamentos que requie- 
ren un mayor espacio vertical. El volumen se rompe en dos puntos; 
el acceso principal, donde el logotipo de la empresa hace las veces 
de pilar y el acceso a las oficinas. Estos dos elementos contribuyen a 
otorgar at edificio una presencia destacada, facilmente reconocible 
desde la vecina autopista. 
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The building has an imposing presence in 
the landscape- The shape of the roof breaks 
the characteristic monotony of industrial buil- 
dings, whereas the facade, with its letters, 
evokes the nature of the company, A text of 
K. Schippers, designed by K. Martens, is 
etched in the glass. 

La presencia del edifcio en el paisaje cs 
imponente, La forma dc la cubierta 
rompe la caractenVtica monotonia de los 
edificios industries, mientras que la 
fachada, con sus letras, evota la naturale- 
za de la empresa. En el crista! se ha gra- 
bado un texto de K. Schippers. de cuyo 
diseno se ha encargado K. Ma tens 
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East elevalion / Alzado este 



South elevation / Alzado 




North elevation / Alzado noi 




West elevation / Alzado oeste 
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The facade of ihe building acfs as a screen, 
concealing its true structure. 
On Ihe following page, views of Ihe inner 
court, around which Ihe different depart- 
ments of the firm are articulated. The outer 
cladding of wood gives the space a warmth 
thai is not common in buildings far industri- 
al use 

: tua como una 
pantalla, oaiftando la verd 
tuna del mismo. 

En la . -ies del 

patio interior; nlnededor det cual 
culan los dstintos departamento 
empi-ei.i ■ nento extei 

madera , ifjdez no 

demasiado frecuenr 
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Upper floor / Pnmera plants 
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Roof level / A^otea 
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Cross section through internal court & production area 

Seccion transvi I interior y el area de prod . 



Longitudinal section through inlernal court & production area 

Seccion I I patio rot inea de produrcidn 
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Technical details / Ficha tecnica 



Architect / Apc|uitecto: 
Neutelings Ryedijk Archilecten (Willem 
Jar Neutelings, Michiel Riedijk, Willem 
Bruijn, Dirk van den Heuvel. Andy 

Woodcock) 

Prayed / Proyecto: 
Veen man Primers 

Collaborator / Colaborador: 
Van Gils projecten, West 8 Landscape 
Archiiects, Karel Martens, Hoog-Keppel, 
K. Schippers 

Location I Localization: 
Bedrijventerrein Frankeneng. Ede. The 

Netherlands 

Master builders / Aparejadores: 

Bureau Bouwkunde 

AST Adviesbyreau voor bouwlechniek 

Electricity & Instalations / Electricidad 

e Instabciones: 

DWA Installatie- en energieadvies 

Area I Superficie: 
4,000 sqm 
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Peter Lorenz 

Burocontainer & Burofluse 



Austria 



Photographs: Gerda Eichholzer & Paolo Utimpergher 



In 1983, the mountain guide and Austrian businessman Hannes commissioned 
the architect Peter Lorenz to design an office building in a forest near 
Innsbruck. With the passing of the years, the client developed an interest in a 
simple and dear architecture, far removed from the "kitsch" style that is so 
widely used (or buildings devoted to tourism. The Burocontainer project con- 
sisted of the extension of the original office building The design concept 
reflected a desire to respect the environment and to achieve a complete coali- 
tion between the building and the surrounding nature. 
Two small volumes with a genlly sloping roof were built, and connected to the 
old building by means of a glass bridge. The construction of this building was 
completed in two months, since the client wanted to minimise the disturbance 
to his business. For this reason, a prefabricated structure was preferred that 
responded to the client's need to speed up the construction process but was 
no! an very economical solution. 

The main characteristic of these offices is their opening to the exterior. The 
volumes are dominated by large windows that open onto the forest, so the 
presence of nature is felt with force in the interior. Only the south-facing 
walls have no windows, to avoid the intense heat of summer. The exterior 
of the two volumes was clad with panels of Italian concrete and galvanised 
steel of different thicknesses, reflecting the client's desire to avoid the most 
obvious solutions. 

The BiirafJugel project consisted in the extension of a loft that was not being 
used efficiently, because the client needed more off ce space. The design con- 
cept adapted perfectly to the existing structure, so the authorities approved the 
extension. A slightly sloping roof was placed on four pairs of leaning columns, 
to optimise the base and capital of the column statically. The east side of the 
building is glazed and a flat grille protects the loft from the direct sunlight. The 
divisions of the office space were made with panels of industrial glass. 



En 1 983, el gui'a de montana y empresano austn'aco Hannes encargo 
al arquitecto Peter Lorenz la construction de unas oficinas en un bos- 
que cerca de Innsbruck. Con el paso de los afios, el cliente desarrolto 
un intenes en una arquitectura sencilla y clara, alejada del estilo "kitsch" 
que tanto se emplea para las construcciones destinadas al turismo. El 
proyecto Burocontainer consiste en la ampliation del edificio de ofici- 
nas original. En el concepto de diseno prevalecio la voluntad de respe- 
tar el entorno y conseguir una completa fusion entre la construction y 
la naturaleza circundante. 

Se construyeron dos volumenes de tamano reducido y cubierta ligera- 
menie inclinada. conectados con el antiguo edificio mediante un puente 
de cristal. La construction de este edificio se completo en dos meses. ya 
que el cliente querfa mmimizar el estorbo que suponian las obras para 
su negocio, Por este motivo. se prefirio una estructura prefabricada que, 
aunque se adapto a la necesidad del cliente de agilizar el proceso de 
construction, no resulto una soluaon excesivamente economica. 
La caractenstica principal de estas otic in as es su apertura a I exterior. 
Los volumenes estan dominados por grandes ventanas que se abren al 
bosque, por lo que la presencia de la naturaleza se deja sentir con 
fuerza en su interior. Unicamente los muros onentados al sur carecen 
de vanos, para evitar el intenso calor del verano. El exterior de los dos 
volumenes se revistio con planchas de hormigon italiano y acera galva- 
nizado de distintos grosores. reftejando la voluntad del cliente de ale- 
jarse de las soluciones mas obvias. 

El proyecto Buroflugel consistio en la ampliation de un atico que no se 
aprovechaba eficazmente, ya que cliente necesitaba mas espaeio para 
destinarlo a oficinas. El concepto de diseno se adaptaba perfectamente a 
la estructura existente, asi que las autortdades apro baron la ampliacion. 
Se dispuso una cubierta ligeramente inclinada sobre cuatro pares de 
columnas lambien mdinadas. para optimizar estaticamente la base y capi- 
tel de la columna. La cara este del edificio esta realizado en cristal y una 
reja lisa protege el atico de la entrada directa del sol. Las divisiones del 
espacio de oficinas se nealizaron con planchas de cristal industnal. 
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Sile plan / Ranta 



Franl elevation / Alzado frontal 
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Construction detail / Detalle const 



Technical details I Rcha t&nica 



Architect/ Arqi.ni l-i to: 
Peler Lorenz 

Proyect / 1 'i 
Burocontainer 

Collaborator/ Colaborador: 
Raimund Wulz 

Master builders / Aparejadorex 
Huler & Sohne. innsbruck 

Location / Localizacidr): 
Innsbruck. Austria 

Area I 
200 sqm 
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Perspective / Perspective 
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Technical details / 1 



Archilecl 
Peter Lorenz 

Proyecl / Pioyeclo: 
Biiroflugel 

Collaborator / Colaborador: 
Franz Sam 

Location / 1 ocalizadcin: 
Innsbruck. Austria 
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Baumschlager a Eberle 

Elektro Graf 



Dornbirn, Austria 



Photographs: Eduard Hueber 



The existing, original building of the Graf electronics company had to be 
enlarged, as two additional, previously separate subsidiaries intended to 
move in to form one corporate compound. The architects were asked to 
design a building with a high visual impact, which on one hand documents 
the separate elements of the newly formed business, and on the other 
hand demonstrates unity. The conditions were delicate and difficult: there 
was a too attractive previous office and production building, and the soil 
conditions were characterised by an extremely high water table and almost 
endless layers of non-loadbearing gravel, up to and sometimes more than 
a depth of 300 feet. 

For reasons of traffic and communication the additional research, production 
and storage space was placed in the form of a square on the same ground 
level next to the original buildings. This group was then to be. in the best 
sense of the word, bridged by an administrational and representational vol- 
ume common to both parts, original and new. The front of the original build- 
ing was masked (or compositional as well as aesthetic reasons by wooden 
louvers, and the new building was conceived in glass and concrete. The 
bridge was formed as a boxed beam, in order to allow for the long span. 
which was dictated from below, spanning above the old original building. 
Because of the soil conditions, no additional load could be placed on top of 
the existing buildings, but there was room to build friction pile foundations on 
either side of the original building. This distance formed one leg of the span 
of the boxed beam bridge, which was then doubled to accommodate the 
spatial needs, as well as to reach over and connect to the new building. The 
boxed beam was executed in reinforced concrete, clad in plywood and paint- 
ed orange-red. From far, this bright colour contributes to the desired high 
visibility of the newly formed building compound. 
Because of the nature of the beam and thus the flow of forces, the fenes- 
tration is at the maximum allowable extent, in number as well as in height 
and width of each single unit. In the interior, the reinforced concrete struc- 
ture, albeit painted white, was left exposed to allow for experience of the 
nature of the hollow beam. 



Tras la incorporation de dos filiates a la firms, la antigua sede de la 
empress de electrdnica Graf luvo que ampliarse. A los arquitectos se 
les entargo el proyecto para un edificio de gran impacto visual, que 
reflejara tanto la diversidad de la nueva com pan fa como su nuevo 
caractei unico. Las condiciones de parlida eran delicadas y diffciles: 
por un lado, el edificio original, donde se ubicaba la zona de produc- 
tion y las ofitinas, no resultaba demasiado atrattivo, y por otro, las 
caracten'sticas del suelo -capa freatica a un nivel muy superficial y 
cap as de grava de escasa capacidad portante de mas de 90 metros 
de profundidad no eran las idoneas. 

Debido a factores como el trafico y las tornunicaciones. las zonas 
dedicadas a investigation y desarrollo, a production y a almacen se 
han dispuesto formando un tuadrado al mismo nivel que los edifitios 
originales. Un volumen que hace las veces de puente entre la cons- 
truction nueva y la antigua aloja las zonas de administration y repre- 
sentation. Por razones tanto estetitas tomo de tomposition, la 
Tachada del edifitio original se ha revestido ton lumbreras de made- 
ra. mientras que el nuevo edificio se ha realizado ton vidno y hormi- 
gon. El puente se ha concebido como una viga de caja que se alza 
sobre el edifitio original. Las taracteristicas del suelo no permit ian la 
disposition de peso adicional sabre los edifitios originates, asi que se 
aprovecho el espacio disponible a ambos Lidos del edificio original 

onstruir pilotes de rozamiento. Este espatio, que conforma una 
de las patas del puente, se duplico posteriormenie para atomodar 
los distintos espatios y tonectar el edificio antiguo con el nuevo. La 
viga de caja se ha realizado con hormigon armado revestido de 
madera contrachapada pintada de rojo anaranjado, tolor que tontri- 
buye a una mayor visibilidad del edificio desde la distancia, 
Debido a la naturaleza de esta estructura y a su flujo de fueras, la 
superfitie del ventanaje es la mayor posible, tanto por la tantidad de 
vanos como por la altura y anchura de los mismos. En el interior del edi- 
fitio. la estruetura de hormigdn armado se ha dejado a la vista pmtadn 
de blanto. para que se pueda sentir la naturaleza de la viga hueta. 
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Site plan / Piano de situdoon 
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Since no additional load cojld be placed on lop of the old 
buildings; this was refteeied by glazing Ihe gap between Ihe 
existing and Ihe new and by further lighling il with a band of 
fluorescent tubes This molive was repeated in the new build- 
ing, crealing unity beiween old and new. 



Como la parte superior del edificio anliguo no pc 
soportar mas peso, el espacio entre este y el nuevc 
acnstalo y se doto de mayor iluminaciSn mediante 
banda de lamparas (luorescentes, un motive que se ne| 
en el nucvo edificio y otorga mayor unidad entre la a 
trucaon original y la am; il 
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Ground floor plan / Planta ba|3 
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First floor plan / Pnmera planta 
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Cross-sec I ion i 




The diflerenliatec) formal solution on the facade delightfully 
expresses the various utilities Itie building has: glass and con- 
crete characterise Ihe left wing ol the building (production 
hall, testing department), a wooden skin covers the right part 
and the administrative section above cames a brighl orange- 
red cloak made of three-ply plates. 



Lis dila^riles soluciones formales empleadas para la facha- 
da ref1e|an las dfctirrtas areas del compleio: el aia aquierda de 
la construcctdn, quo alberga la sala do production y la de 
control de calidad. esta revestida de vidno y hormigdn; para 
el ala denecha se ha empleado madera. y para el depaila- 
mento de administration, en la plants superior, contracha- 
pado de color rop anaran|ado. 
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Technical details t Fid 

Architect / Arquitecto: 

Baumschlager & Ebefle 

Proyect / Proyecto: 
Elektro Graf 

Collaborator/ Colab 
D.I, Reinhard Drexel 

Location / Locafeadon: 
Dornbirn. Voraiberg. Austria 

Master builders / Apareiadores: 
l+R Schertler GmbH 

Electricity & Instalations / Heeinadad 
e Insldljciones: 
Elektro Graf 

Area/ Superfioe: 
1.306 sqm 







Simon Conner Associetes 

Georgina von Etzdorf Workshop 



Odstock, UK 



Photographs: Simon Archer; Chris Gascoigne/VIEW 



In the early nineties. Georgina von Etzdorf, the textile design and produc- 
tion company, decided to group all their quality control and administrative 
functions in one place. The site they chose for their new building accom- 
modated a farm shed but was surrounded by trees with outstanding views 
to the south and west over a valley. However, the local planners and politi- 
cians insisted on a scheme that could be presented as the conversion of a 
redundant farm building, even if in reality this has meant only retaining the 
main portal frames from the original building. 

The clients brief was to design a building that would allow them to consolidate 
all their quality control and administrative functions on one site and would do 
so in a way that would reflect the open, relaxed and non-hierarchical culture of 
the company and fully exploit the landscape potential of the site. The solution 
was also to be capable of ready internal adaptation and extension to meet 
changing and expanding needs. These objectives were constrained by a very 
light construction budget of £35 per square feet. 
The scheme consists of the original portal frames extended to the west and 
clad in black corrugated steel, with large areas of glazing on the southern 
and western sides ot the building to visually link the internal working environ- 
ment to the surrounding landscape. In the future additional bays are planned 
at the western end of the building. Internally the building is essentially one 
space with ihe storage areas on the north side separated from the quality 
control functions on Ihe south side by a large plywood structure. At ground 
level this structure contains the sanitary accommodation, storage, a meeting 
room, a kitchen/dining area and the reception area. 
Materials and garments can pass through this structure at two points, from 
goods-in to quality conlrol and then back to goods-out. At first floor level there 
is an open gallery for the various administrative functions, naturally lit by a long 
northlight and large windows on the east and west facing gable end walls. The 
plywood sheets that form the walls, ceilings and floors of this structure are 
screwed to Ihe softwood studs and floor joists to facilitate layout changes in 
the future. At night the interior is lit by a combination of metal halide uplighters 
fixed to the plywood structure at lirsl floor level and similar mobile uplighters 
located adjacent to the mohile workstations at ground level. 



Los clientes, la firma de diserio y production textil Georgina von Etzdorf, 
quen'an un edificio que les permitiera tontentrar las tareas de adminis- 
tration y control de calidad en un mismo emplazamiento, con un diserio 
que explotara al maximo el potential paisajfetico del terrene y que retle- 
jara la cuttura de la empresa, abierta, distendida y, en absolute jera'rquita. 
El proyecto debi'a tambien ofrecer soluciones a! crecimiento de la 
empresa, permitiendo futures oambios y ampliaciones. Sin embargo, 
tod os estos objetivos estaban limrtados por un presupuesto muy ajusta- 
do. de £35 por pre cuadrado. El solar escogido para la construction del 
nuevo edificio alojaba un antiguo cobertizo rodeado de arboles, con vis- 
tas al valle, al sur y al oeste. 

El proyecto consiste en la ampliation hjcia el oeste de las estrutturas 
porticadas originates, que se revistieron de plancha ondulada de aluminio 
negro y a las que se mcorporaron grandes superficies atrrstaladas en las 
fachadas sur y oeste, que enlazan visualmente el entomo de trabajo 
intemo con el paisaje circundante. Se ha previsto la posible incorpora- 
tion de mtercolumnios aditionales en el extremo oeste del edificio. 
Por lo que respecta a la organizacidn interior el edificio es un solo 
espacio con las zonas de atmacenamiento en el extremo norte. sep,i- 
radas de la zona de control de calidad, al sur por una gran estructura 
de madera contra chapada que, en el nivel inferior: alberga los aseos. el 
espatio de almacenamiento, una sala de reumones, una cocina/come- 
dor y la reception. 

Las telas y las prendas pasan a traves de esta estructura en dos ocasio- 
nes, de entrada de producto a tonu - oi de calidad y de alii' a salida de 
produtto. En el nivel superior, una galena que aloja los distintos depar 
tamentos de administration disfruta de ilummacidn natural gracias a las 
les ventanas de los muros pindn onentados al este y al oeste. Las 
planchas de madera contnicbapada que componen los paramentos 
vertitales. los tethos y el suelo de esta estructura estan fijados a pies 
derechos de madera blanda y a viguetas de piso para fai ilitai Utturos 

i en la Jisposioon. Por la noehe, el interior se ilumina mediante 
una combination de luminarias dc larnpara halogena su|etas a la 
estructura de contrachapado, en el nwel superior y de luminarias 
moviles situadas al lado de las mesas de ti r ■ les. nivel inferior. 
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Site plan / Piano de siluaeion 
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The east elevation, which is used lor goods-in. 
The west elevation re pre sen Is I he end ol I he 
quality conlrol process (goods out]. The asym- 
metric arrangement ol the windows provides 
dynamism and lens ion. 

El atado este, por donde se realiza el 

goods-in, El alzado oesle represents el final 
del praceso dc control de calidad (goods 
i disposition asimetrica de los vanos 
otorga al con|unto dinamisno y tension. 
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Black corrugated steel panels were used for trie 
walls and roof. This material underlines the 
industrial character of the building and contrasts 
with the surrounding greenery. 

Para los muros y la cubierta se ha utilizado 

plancha ondulada de acero negro. Esle 
materi.il subraya el caracter industrial de la 
roust ruccion y, a la vez, coritrasta con el 
vendor Cincund.inlc 





Exploded view / Axonometn'a explosionada 
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Ground door plan / Pljnt.i baja 
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First door plan / Primera planta 




Technical details / 1 icha lea 



Architect/ Aiv;i. ■ | 
Simon Conder Associates 

Proyect/Pnoyecto: 

Georgina von Etzdorl Workshop 

Location / LocalizadiSn 
Odstock. Wiltshire. UK 

Master builders / Ap^re|,idores: 
Alexander, Hallam + Associates; Dean + 
Dyball Construction 

Electricity & Instalations / Eiectneidad 

e Instalaciones: 

Accolade Building Services (mechanical 

& plumbing) 

VC Dominey Services (electncal) 
Metcon (structural steelwork) 
John Pyatt Concreting (concreting) 
CRC Ltd. (roofing and wall cladding) 
The Dorset Glass Co Ltd (glazing) 
Total Decor (painting) 

Area I Superficie: 
900 sqm 
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Frank F. Drewes 

Lubbering Residence and Office 



Herzebroek-Clarholz, Germany 



Photographs: Christian Richters 



Frank F Drewes designed Ihe headquarters of the Lubbering company and 
the residence of its owners. Both projects involved the restoration of spaces 
that had become obsolete for their former uses but offered many possibilities. 
The headquarters of the electronic products company is located in the centre 
of Ihe city in a building that is over 1 00 years old. As it was essential not to 
interfere in the normal operation of the company, the interventions in the 
building had to be done in stages. The aim was to achieve a homogeneous 
architectural expression whilst respecting the characteristics of the building 
and its functional requirements. Due to the many interventions that it had 
undergone in the past, the building was clearly heterogeneous and was not 
perceived as an integrated whoie. By intermeshing the individual parts of the 
project visually, it was possible lo preserve the most outstanding elements of 
the complex by combining variety and individuality. 
The close cooperation between the architects and the clients, and the (act 
that the work was ddne in stages, resulted in a wide variety of construction 
solutions and materials. This often forced the architects to modify the plans 
and find different ideas that emerged spontaneously. These changes, how- 
ever, should not be understood as a disadvantage but rather as a challenge. 
Instead of a compact and closed design the architects pursued the architec- 
tural interaction of relatively independent solutions, like a mosaic. 
The single-family dwelling of 223 sqm had already been remodelled several 
times in its 250 years of existence. The last was in 1 975, but the results of 
this intervention did not adapt to the needs of the present owners. They 
decided to completely remodel the interior while the necessary restoration 
was carried out on the facades. Adolf Loos's Raumplan was the conceptual 
reference in the design process. The complexity of the dwelling, with differ- 
ent levels and rooms of different heights, did not allow the visitors to per- 
ceive the building as a unitary whole; the new design has created a spacious 
environment with the fireplace as the central element around which the 
dwelling is structured With few exceptions, the services of the dwelling are 
not visible, so the attention falls on the materials and Ihe natural textures. 



Frank F. Drewes ha realizado los proyectos para la sede de la en ipi e 
sa Lubbering y para la vivienda de sus propietarios. Ambos se trata- 
ban de rehabilitaciones de espacios que habi'an quedado obsoletos 
para los uses a los que estaban destinados, pero que ofreci'an multi- 
ples posibilidades. 

La sede de la companfa de productos electronicos se ubica en el centra 
de la audad. en un edificio de mas de 1 00 anos de antigiiedad. Como 
resultaba imprescmdible no interferir en el normal funcionamiento de la 
empresa. las mtetvenciones en el edificio original tuvieron que llevarse a 
cabo de modo escalonado. El objetivo era conseguir una expresidn 
anquftectdniea homogenea respetando, a la vez. las caracteristicas del 
edificio y sus requisites funcionales. Debido a las numerosas intervencio- 
nes que hab/a sufndo en el pasado, el edificio tenia un caracter marcada- 
mente heterogeneo y no se percibi'a como un todo mtegrado. 
Entrefazando visualmente las partes individuates del complejo se consi- 
guio preservar los elementos mas destacados del conjunto, conjugando 
vanedad e individualidad. 

La estrerha cooperacidn entre los arquitectos y los clientes ha nesultado 
en una amplia variedad de soluciones constructivas y de materials, una 
vanedad que sin duda se puede adscribir al caracter gradual de la actua- 
tion, Este caracter gradual forzo a menudo a los arquitectos a modifier 
los pianos y encontrar ideas diferentes, nacidas de modo espontaneo. 
Estos tambios, sin embargo, no deben entenderse como una desventaja, 
sino como un desaffo. En vez de un concepto de diseno compacto y 
cerrado se persiguio la interaction arquitectdnica de soluciones relative 
mente independientes. como un mosaico. 

La casa unifamiliar de 223m , par su parte, ya habi'a sido objelo de 
varias remodelaciones a lo largo de sus 250 anos de existencia, La ulti- 
ma se realize en 1 975, pero los resultados de esta intervencidn no se 
ajustaban a las necesidades de los propietarios actuales. Estos decidie- 
ron renovar por completo el espacio interior mientras se llevaban a 
cabo otras reformas necesarias en las fachadas. El Raumplan de Adolf 
Loos constituyo el referente conceptual en el proceso de diseno. La 
complejidad de la vivienda, con distintos niveles y techos de diversas 
alturas, no permitia al visitante percibir la construction como un 
ambiente unitario: el nuevo diseno consiguid crear un ambiente 
ampiio, con la chimenea como el elemento central a cuyo alrededorse 
estructura el espacio destmado a la vivienda. Salvo excepciones, las ins- 
talaciones de la vivienda no estan a la vista, propiciando que la aten- 
cion recaiga en los matenales y las texturas naturales. 
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Both (he architectural approach and 
the plannig of the additions and 
rebuilding measures tor I he compa- 
ny's premises were highly influenced 
by tiibbering r s innovative nalure. 

Tanto el concepto de proyecto 
como el desarrollo de las amplia- 

ciones y rehabilitation de 1 1 
crones de la ernpnesa so ban visto 
fuertemente influidos poc el earac- 
ter mnovador de la comparUi. 
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Perspective and axonometric view of Itie working area/ Perspective y .ixonometna del area de trabajo 




Technical details / Fidi 



Architect / Anquhecto; 
Frank F. Drewes 

Proyect/ Prayecto: 
Liibbering Residence + Office 

Collaborator I Col ibarador: 

Anja Fahrtmann-Quilt, Martin Strenge, 

Wolfgang Dievemich 

Location / Localization; 

Herzebrock-Clarholz/Weslphalia. 
Germany 

Electricity & Instalations / Electncidad 

: i ones: 
Liibbering (own company) 

Area / Superfkie: 
Home ■ 200 sqm 
Home Office ■ 50 sqm 
New Office - 600 sqm 



r ~,7 




s~L J~L n / 




58 



The working area of the Lubbering residence is 
developed in a space defined by vertical and 
horizontal surfaces thai overlap and are juxta- 
posed, creating an independent space that is 
nevertheless related lo the rest of ihe dwelling. 

La zoi 

•-,paoo defim- 
do por ' ontates 

que 5e superponei 

;Cio .ndeprr ; i 
se relation,! con el resto de la vivienda. 
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Gerhard P. Wirih 

Loft N urn ben 



Nuremberg, Germany Photographs: Gerhard PWirth; Karin HeGmann/Artur 



The headquarters of the architect Gerhard Wirth's studio lie within an 
industrial complex in Nuremberg, in an old centre for producing sheets of 
metal and zinc which later became a zipper factory. After its 1999 restoration, 
the old factory was made into a diverse, many-sided space which houses the 
480 m s work area, a bedroom unit and the architect's loft which occupies 1 20 
m=. A new extension was added to the east facade in order to adapt the 
building to the needs of the new owners. This enlargement was done with a 
structure of wooden crossbeams, between which are layers of 20 cm mineral 
wool insulation. Sheets of steel were used for the exterior cladding of the new 
volume. OSB boards were placed between this cladding and the insulation. 
The end result is a two-floor construction. The lower level houses a 
recreation room, the scale model room, the kitchen, the toilet and bathroom, 
the boiler room, a multi-purpose room and the loft A megalith rises from this 
level to the upper floor. 

The first floor, where the entrance to the building is located, harbours a space 
for group work, a terrace, a meeting room and a sizeable area designed for 
projects. The latter has a diaphanous feel, with a high ceiling and an 
abundance of natural light which streams in from the large windows and the 
skylights fitted into the ceiling. Along with the large windows, these skylights 
not only constitute an important source of natural light, but they also help 
reduce energy consumption. The plumbing and power installations have been 
left bare, thereby sparking remembrances of this building's industrial past. 
The will to create a flexible, versatile space was a prime consideration in the 
design concept, resulting in a program that would allow for the interior 
distribution to be adapted for new uses. Another criterion which influenced the 
project was the search for ways to achieve a building with sustainable energy. 



La sede del estudio de arquitectura de Gerhard Wirlh se ubica en un 
complejO industrial de Nuremberg, en un antiguo centra de 
production de planchas de metal y zinc que mas larde se convirtio en 
una fabnea de cnemalleras.Tras su rehabilitation en 1 999, la antigua 
(iJbrica se ha transformado en un espacio pohvalente que aloja una 
zona dedicada al trabajo, de 480 m=. y una unidad de habitacion, el loft 
del arquitecto. que ocupa 1 20 m=. Para adaptar el edikio a las 
necesidades de sus nuevos propietarios. se anadio una extension en la 
fachada este. Esta ampliacion se realize con una estructura de 
travesahos de madera entre los cuales se han dispuesto capas de lana 
mineral aislante de 20 cm de grosor. Para el nevestimiento exterior del 
nuevo volumen se han utilizado planchas de atero. Entre este 
revestimiento y la capa aislante se han colocado tablas de OSB. 
I i i oir n uccidn resultants consta de dos plantas. El nivel inferior aloja 
una sala de descanso, la '-,.tl,i de maquctas, la cocma, los servicios, el 
cuarto de calderas, una sala multiusos y el loft. En esta planta tarn bi en 

i un megalito que se eleva hasta el nivel superior. 
La pnmera planta alberga un espacio para el trabajo comun donde se 
ubica el acceso al edifi cio. una terraza. una sala de reunion y una gran 
zona destinada a proyectos. Esta ultima se trata de un ambiente 
li ii.no, de techos altos, y gran cantidad de luz natural que entra por 
los grandes ventanales y los lucemanos dispuestos en la cubierta. Estos 
lucernarios constituyen, junto con los ventanales, una importante 
fuenle de luz natural, a la vez que favorecen el ahorro energetico. Las 

ones se han dejado a la vista, potenciando de este modo las 
neminiscencias industrials del edificio, En el concepto de diseno ha 
pnmado la voluntad de crear un espacio flexible y versatil. con un 
programs que permit iera adaptar la distribution interior a nuevos 
usos. Otro enteric que ha influido en la conception del proyecto ha 
sido la busqueda de soluciones que perm i lie ran la consecution de un 
edilicio energeticamente sostenible. 
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An extension was added to the Iwo 
floors of the original building. The addi- 
tion to the shed hall was built using 
wooden studs and features a stainless- 
steel facade. The exterior ol the build- 
ing is in brickwork. 

A las dos p la dilicio origi- 

nal se ha anadido una extension en 
el atzado este realizada con 
lames de madera y revestida do 
planchas de acero. El exterior del 
edifioo ha sido realizado en obra 
de fa*b( 
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The ground floor houses I he model workshop. 
a resl area, the kitchen,. I he terrace, the ser- 
vices and Ihe architects loft. From ihis level a 
megalilh rises lo Ihe (irsl floor, where the 
access lo the building, the cafeleria and a slu- 
dio are located. From Ihe inside, the walls and 
roof of the building were insulated with panels 
of polyurethane. foam and mineral wool. 
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The scheme was inspired by a desire lo create 
an open, flexible working environmenl that 
favoured communication between the workers. 
Thus, ihe studio occupies a large transparent 
space with very high ceilings and industrial 
overtones, The desks are on wheels, which 
facilitates mobility. The upper floor also houses 
a meeting room. 

En la concepcidn del proyecto primo la 
voluntad de crear un entomo de trabajo 
abierto y flexible, que favoreciera fa comum- 
caciori entre los distintos trabajadores.Asi, e! 
estudio ocupa un gran espacio diafano, con 
techos de gran allura y reminiscencias indus- 
Lnales. Las mesas de Irabaio estan equipadas 
con ruedas, lo que facilita un desplazamienlo 
mas facil. La planta superior alberga tambien 
una sala de reuniones. 





Technical details / Ficha t&nica 



Architect / Arqurtecto: 

Gerhard P. Wirth 

Proyecl / Proyecta 
Architects Firm 

Collaborator/ Colaborador: 
Peter Hafner, Mario Bodem 

Location / Localizacion: 
Nuremberg, Germany 

Master builders / Apanqadones: 

Kalusche, Werner, Brehm 

Electricity & Instalations / Bectriddad 

e Instalacioncs: 

RS GmbH, Gratsch, Rehau AS 

Area / Superfioe: 
OHice Space • 480 sqm 

Living space- 120 sqm 




GCA Arquitectes Associais 

Oflcinas de GCA Arquitectes Associat 



Barcelona, Spain 



Photographs: Jordi Miralles 



The officG ol GCA architects, located in the Eixample (19th-century new 
development area) ol Barcelona, was converted from a textile warehouse. 
The scheme, by the architects themselves, takes advantage ol the original 
structure of the property and creates a transparent, clear and homoge- 
neous space m which the lighting is a key element. Trie premises had a 
rectangular ground plan and a floor area of 1000 sqm. It was divided into 
two areas: the front, used for the offices and the rear, used for the ware- 
house. The intervention of GCA respected the original layout, which 
became the main reference of the scheme. 
For the entrance, the initial premise was to recover the original image, 
restoring door and window frames and providing it with the necessary facili- 
ties for the reception and Ihe administration and project management offices. 
The interior area, on the other hand, with a free and transparent floor plan 
supported by riveted metal trusses and pillars, was conceived as a modem 
environment, a large white box housing a sequence of spaces for designing 
and managing projects that end in an inner courtyard. 
In Ihis area devoted to the creative process the lighting is particularly impor- 
tant and is achieved naturally thanks to two large skylights that provide 
pleasant top lighting. As a complement light fixtures were suspended from 
the ceiling, in addition to spotlights on tracks and indirect lighting elements 
such as the Tolomeo lamp by Artemide. 

With the intention of forming a homogeneous, neutral and minimalist atmos- 
phere of imprecise limits and multiple visions and perspectives, a limited 
selection of materials was used (maple wood, glass, aluminium and 
decomelal). with solutions that favour visual continuity: large glass screens, 
wooden floors in all Ihe spaces and white walls. Most ol the fumflure is the 
work of GCA and follows Ihe same minimalist parameters as the scheme. It 
was supplemented with selected elements. 



i' ■ an r ni' aura GCA, situado en el ensanche de Barcelona, 
se asienta sobre lo que fue un alm.n m Ii.m.h I i programa, obra de los 
propios arquitectos, aprovecha la estructura original del inmueble f 
crea un espacio diafano, claro y homogeneo. en el que la iluminacidn 
se convierte en un elemento ■ [ave B Ich at, de plarrta rectangular y una 
superfiae de 1 .000 m', rribuido en dos zonas: la parte ddan- 

Dera, desttnada a las oficina! Jmacen. La intervention de 

GCA respeto la distribution original, que se convnito en el condicio- 
nante principal del proyeeto. 

premisa de partida fue recuperar la imagen original de 
esta zona, restaurando carpinterfas, y dotarla de las, instalaoones necesa- 
i lis pai .i ubiear en ella la recepcidn y los despachos de administration y 
direction de obras. En contraposition, el area interior, una planta libne y 

la por peifiles meiilieos de cerchas y pies dense has 
rablonados. fue concebida como un ambiLo moderno, una gra 

alberga una secuencia de espacios dedicados a nealizatiCin > 
gestidn de proyectos y que finaliza en un patio e> 
En esta tana, dedicada al proceso creativo, ta iluminacidn es particu- 
l umente importante y se consigue de manera natural gracias a dos 
grandes claraboyas que proporcionan una agradable luz cenital, 
Como complement© se han situado lummanas en suspension, focos 
na te pieza de luz indtrecta, de mesa de pie, como 
la I impara Tolomeo de Artemide. 

Con la intenadn de configi n n un mil liente homogeneo. neuLro y mini 
I. de limrtes imprecisos y multiples visiones y perspectivas. se recu- 

i una limit, |. mdematei ite n de arte, vidrio, alu- 

mmio y decometal) y a soluciones que favorecen la continui 
grandes pantallas de vidno, p.ivimento de madera en todos los espacios 
imentos acabados en bianco La i mobiliano es obra del 

estudio GCA y sigue los misrnos ptiramelros del proyeeto, de caracter 
mplemento con una seta eidn de piezas escogidas. 
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The interior is prolonged toward (he exterior. A verti- 
cal glass wall separates the studio from Ihe inner 
courtyard. The connection between closed and open 
spaces is multiplied thanks to the deck of the court- 
yard thai merges with the wooden floor of the studio. 
The system ot skylights provides natural light to the 
space, and increases the sensation of spaciousness. 

El interior se prolongs hacia el exterior. Un para- 
mento vertical de vidno separa el estudio del 
patio de manzam La conexidn entre espaoos 
cerrados y abiertos se multiplies gracias al entan- 
mado del patio, que se confunde con el solado de 
madera del estudio 

El sistema de claraboyas proporciona luz natural al 
espacio. a la vez que incrementa la senjacidn de 
amplitud del ambiente. 
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General floor plan / Planta general 
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In the area devoied lo projecl managemenl. 

under the inner courtyard, a series of transpa- 
rent spaces were created, reinforced by natural 
lighting through skylighls. The warmth of the 
wooden floor contrasis wilh industrial elements 
such as the beams I bat support the glass roof or 
Ihe light fixtures that hang (rom the ceiling. 



la a gestitin de pnoyectos. 

inzana, so han cneado una 

sene de espacios diilands reforzados 

ite iluminacion natural con lucema- 

i c.rilidez del solado de madera con- 

trasta con elemenlos de caracter industrial 

como las bigas que sopor tan 

vidno o las lumm.ii ias qui lei lecho. 
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Technical details / Ficha tecnica 



Architect / Arquitecto: 
GCA Arquitectes Associats (Josep 
Joanpere. Antoni Puig, Josep Riu, Jesiis 
Hernando, Artufo de la Moza 

Pfoyect / Proyecto: 

Oficinas de GCA Arquitectes Associats 

Location / Localization: 
Barcelona, Spain 

Master builders / Aparejadores: 
Jesiis Hernando, Arturo de la Moza 

Electricity & Instatations I Eledncidad e 

Instalaciones: 

CODELSA 

Area / Superfide: 

1 ,000 sqm 
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Lissom Associati 

Studio Lissoni 



Milan, Italy 



Photographs: Alberto Piovano 



Located in the historical centre of Milan, the Estudio Lissoni occupies a small 
house dating from the beginning ol the century lhat was used in the past as a 
ceramic shop/warehouse. II is a large, white, well-lit. functional space 
designed to stimulate the creativity and concentration of its occupants. Large 
glazed surfaces allow the occupants to enjoy the light and Ihe environment. 
The conversion respected elements of the original design such as the intenor 
staircase that connects the ground floor and the first floor, and the exits to the 
courtyard and the inner courtyard, where the brick walls have been replaced 
by large windows When conceiving this space, Piero Lissoni imagined a place 
that would invite the occupants to individual purification and the elimination of 
all urtdesired distractions Thus, a definitive separation is created between 
interior and exterior. By eliminating all types of stimulus, whether acoustic or 
visual, it was possible to incorporate in the intenor some essential elements of 
the exterior such as the light. Ihe air and the vegetation. 
The studio occupies two levels. The first floor houses a space for administra- 
tion and secretarial work, a central space for graphic artists, a meeting room 
and Piero Lissom's private office, with a view of the bright inner courtyard 
that has been converted into a small garden. 

The ground floor, which is accessed by a staircase, houses the space for the 
architects, the library-meeting room, the copy room and an enormous work- 
shop-warehouse. This floor also houses two rest rooms, a cafeteria with a 
kitchen and the gym. The layout reflects a different conception of the work 
environment, an environment in which moments of relaxation supplement 
those of activity. 



Situado en el centra histdrico de Milan, el Estudio Li 

pequcna casa de principles de siglo que en el pasado se utilizo como 

tienda-almacen di pa io bianco, amplio, 

lumini i t fiim i i il, i li si i mul; eal vidad y la concen- 

intes.Genefi i tatadas permiten 

disfruf 

smentos del di ieno 01 iginal tales como la 
inecta la planl i baja « la primei ... 
salidas al patio / al patio intenor, donde las paredes de tadrillo se han 

I issom 
imagH i purification mdividu i; 

depuration de toda distraction no deseau.; iduce una 

racion definitiva errtre ird luninaadn de 

cualquier tipo de estimub. ya sea aeuslico udo 

■ 
como la luz, el aire y la vegel 

itjuido en dos niveles, el estudio acomoda ei ■ ba|a espa 

cio para la 

tas graficos, una ■ ■ , / la ofii i fero I issoni, 

con vistas al luminoso i iado en un 

irdih 

i ede rnedi. i 
cos, la bibtioti 
fbtocopias y un enorme tallei ilmace'n. I tap mtaseubii . 
bien dos salas de descanso, una 
organ 

rj-abap, un • i lal momentos de n comptementan 

losd< ' -tnbucion del espacio. 
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Basement floor plan / Plants solan o 




The lower door houses Ihe common space of 
the architects and industrial designers. I! has a 
bright, transparent atmosphere. The communi- 
caliort rjf this space with Ihe exterior is gradual: 
glass panels separate the common sludio (ram 
the cafeteria, interrelating the two spaces. A 
large window separates ihe cafeteria from the 
inner courtyard. This floor also houses the 
meeting rooms. 

U planta inferior alberga el espacio comiin 
de los arquitectos y los duefiadores mdus- 
triales. Se trala de un ambiente diafano. lumi- 
noso, La comunicacidn de este espacio con 
el exterior se realiza gradualmente: paneles 
de vidrio separan el estudio comun de la 
cafeten'a, mterrelacionando am bos espacios, 
Un gran ventanal separa, a su vez, la cafeteria 
del patio interior. En esta planta tambien se 
han ubicado las salas de reuniones, 









Ground floor plan / Planta sotano 




The upper floor ol (he studio houses the 
work area ol the graphic designers. A 
glass screen separates this area from the 
reception. The chromatic uniformity thai 
dominates the space helps lo Iree it tram 
urates i red stimuli. 

La planta superior del esludio alberga 
la zona etc trabajo de los disenadores 
grakos. Una panlalla de cristal separa 
la esta zona de la reception. La untfor- 
midad cromalrca que domina el espa- 
do contribute a depurarlo de esurnu- 
los no buscados. 
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Section S03 1 Seccion 503 



The lloor was made entirely of ice-coloured 
resin, which favours a gentle diffusion of Ihe 
light. It is a simple and welcoming atmosphere 
resulting Irom a long process of meditation, in 
which Ihe occupanls can give free rein lo their 
rdeas and thoughts. 
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Section S02 / Seccn 



El solado se mlad fntegramente con 
resina de color hiefo. lo que favorecc una 
suave difuyon de la luz Se trata de un 
arnbiente simple y aeogedor, fruto de lar- 
ide fluyen las ideas y 
pensamierttos de sus ocup i 









Technical details / Ficha tecraca 



Architect / Arquitecto: 
Piero Ussoni 

Proyect / Proyecta 
Studio Piero Ussoni 

Location / Localization: 
Brera Zone - Milan Centre, Italy 

Electricity & Inslalations / Electron 

e Instalaciones: 

F.LLI de Franco ■ Monza 

Area / Superficie: 
850 sqm 



Seclion S06 / Secc.on S06 



Tiie upper floor also houses Piero Lissoni's studio. In the whole 
studio. ob|ects by designers such as Charles and Ray Eames, 
Ross Lovegrove, A me Jacobsen and Michele de Lucchi are 
found alongside designs by Piero Lissoni. On the right, the wash- 
basin of the bathroom, by the designer. 

En la plants superior tambien se encuentra el estudio de 
Piero Lissom. En todo el estudio. piezas de renombrados 
disenadores coma Charles y Ray Eames, Ross Lovegrcve, 
Arne Jacobsen o Michele de Lucchi. entre otros, conviven 
con diseJios de Piero Lissoni. A ia derecha, la pila del banc 
obra del disenador 
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AHA - Agneta Hahne Arkitekter 

Henri Advertising 



Malnio, Sweden 



Photographs: Ake E: son Lin d man 



The office of the Peer Eriksson advertising agency dates from the sixties. It 
was a former bank that was dull and lacking light, like the surrounding build- 
ings, but after the conversion it stands bright and shining, in clear contrast to 
its environment. The facade that now gives access to the agency was trans- 
formed very audaciously: in the reception area, behind the high narrow win- 
dows of the facade, a wall rises catching the eye of the passers-by and mak- 
ing Ihem wonder what must go on inside the building. 
Behind the wall of the reception there is a white corridor with narrow glass 
windows that reflect the proportions of the windows of the facade. These 
proportions are coherently maintained throughout Hie whole space The 
accounts department is on one side of this corridor, with two meeting rooms 
on the opposite side. The clients never go beyond this point, since the 
agency must respect the confidentiality of their clients' business. The corri- 
dor opens up to a large bright studio with a high ceiling, where natural light 
penetrates through the skylights and the glazed dome of the original con- 
struction, The large rear wall is used to display the current projects, facilitat- 
ing the exchange of ideas between the creative staff. A second wall also 
facilitates the exchange of ideas, although in a different way: it is the location 
for a table where the staff of the company meet to eat, have coffee and 
inspire each other. The original vault of the bank and the stone wall have 
been conserved. This small room houses Peer Eriksson's pride and joy: the 
archive of the agency. A very uniform and homogeneous space has been 
achieved thanks to the orderly layout of the spaces and the use of simple 
materials: varnished beech wood, steel and glass. 
While natural light floods the work area, the other areas are lighted by lamps 
fitted into the ceiling that increase the sensation of space. Agneta Hahne's 
personal touch is shown in each detail of the project: she was responsible 
for designing all the furniture, with the exception of the chairs and the waste 
paper bins, which come from David Design. Each employee has the same 
furniture: a desk and a small beech wood auxiliary unit on wheels. The furni- 
ture is light and flexible, very appropriate for a transparent work area in 
which each member of the agency has their own space. 



La sede de la agencia de pubhcidad de Peer Eriksson data de la d^cada 
de los 60. Se trataba de un antiguo banco tan apagado y falto de luz 
como los edificios de su entorno que, una vez concluida la remodela- 
cion. se alza brillante y lummoso. en claro contraste con las edificacio- 
nes circundantes. La fachada por donde ahora se accede a la agencia 
se ha transformado de un modo muy audaz en el area de recepcion, 
tras las altas y estrechas ventanas de la fachada, se levanta un para- 
mento vertical que captura la vista del paseante, empujandole a pre- 
guntarse que debe de pasar en el interior del edificio. 
Detras de la pared de la recepcion se esconde un pasillo bianco con 
estrechos vanos de enstal que reftejan las proporciones de las ventanas 
de la lachada, proporciones que se mantienen de forma coherente a 
lo largo de todo el espacio. El departamento de cuentas se encuentra 
a un lado de este pasillo, mientras que en el opuesto se ubican dos 
salas de reuniones. Los clientes nunca van mas alia de este punto, ya 
que la agencia debe respetar la confidencialidad de los asuntos de sus 
clientes. El pasillo se abre a un estudio amplio y luminoso de tecfio 
alto, donde la luz natural penetra a traves de las claraboyas y de la 
cupula acristalada de la construction original. La gran pared posterior 
se utiliza para exponer los proyectos en curso, facilitando el intercam- 
bio de ideas entre el personal creative Un segundo paramento verti- 
cal facilita tambien el mtercambio de ideas, aunque de un modo distin- 
to: alberga una mesa donde el personal de la empresa se reune para 
corner, tomar cafe e inspirarse mutuamente.Tanto la boveda original 
del banco como la pared de piedra se ban conservado. Esta pequeria 
habitation alberga el mayor orgullo de Peer Eriksson; el archivo de la 
agencia. Se ha conseguido un espacio muy uniforme y homogeneo gra- 
ces a la ordenada disposition de los espacios y al uso de materiales 
sencillos: madera de haya barnizada, acero y cnstal. 
Mientras que la luz natural inunda la zona de traba|o, los otros ambien- 
tes se ilumman mediante lamparas encastradas en el techo. que mere- 
mentan la sensaddn de amphtud. El sello personal de Agneta Hahne se 
evidencia en cada detalle del proyecto: elta es la responsable del dise- 
no de la totalidad del mobiliario con la exception de las sillas y las 
papeleras, de David Design. Cada empleado dispone del mismo mobi- 
liario: una mesa de trabajo y un pequeno mueble auxiliar de madera 
de haya con ruedas. Se trata de piezas ligeras y flexibles, muy adecua- 
das para una zona de trabajo diafana y que permiten que cada miem- 
bro de la agencia disponga de su propio espacio. 
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Floor plan / Plarrta 
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narmuny ui space, ngrii ano colour scneme are 
the project's main characteristics- The new 
lacade has been shaped with artful integrity, 
making it a distinctive feature of this Malmo 
backstreet.Ttie left hand wall of Ihe reception 
area conceals a cloakroom', fax and photocopier. 
It is effectively screened from view creating 
curiosity and expectations. 

La armoni'a de espacio. luz y color son las 
principals 5 caractensiieas del proyecto, La 
nueva fachada se ha disefiado con habilidad 
e integridad, y se ha convertido en un ele- 
mento distintivo de esta callejuela de MatmS 
El paramento vertical a la izquierda de la 
recepcion oculta el ropero. el fax y la foto- 
copiadora tras una pantalla que despierta la 
cunosidad del visrtante. 
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The glassdome and skylights have been pn 
served from the building's previous lite. Tt 
existing ceiling dome dictated the lightir 
scheme. All employees have an identical wo 
table arid rolling cupboard in beech woo' 
These, like the rest of the lumishing, were Sf 
aally designed. 

On the left: the sequence of windows givs 
rhythm and perspective to the circulation spaci 
on the sides of which the accounts deparimen 
and meeting rooms are located. 

La cupula de cristal y las daraboyas de 
construceiun original se han preservado, 
proyecto para la iluminacion se realizo a pai 
tir dp la cupula.Todos los emplcados cuenta 
con mesas de trabajo y muebles auxiliare 
sobre ruedas identicos que. at igual que i 
resto del mobibano. han sido disefiados par 
el proyecto. 

A la izquierda: la secuencia de vanos otor| 
ritmo y perspectiva al espacio de circulacioi 
a cuyos lados se han dispuesto los depart; 
mentos de cuentas y las salas de reuniones. 




BEEB 

sea uur" 
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Longitudinal section / Section longitudinal 




Pi 







Technical details / Ficha tecniea 



Architect / Arquitedo: 
Agneta Ha tine 

Proyect / Proyecto: 

Reconstruction of a fomer bank to an 

office for an advertising company ■ HENRI 

Collaborator / Colaborador: 
Kristoffer Swahn 

Location / Localizacidn: 
Mai mo, Sweden 

Master builders / Aparej adores; 
JR-Byggnads AB 

Electricity & Inslalations / Bectrieidad 

e Instakciones: 

Agneta Hahne & El-Tjanst AB 

Area / Superficie: 
595 sqm 
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Claesson Koivisto Rune 

Architects' Office 



Stockholm, Sweden 



Photographs: Patrik Engquist 



For their own office, Claesson Koivisto Rune sought a shop-space in a side 
street in central Stockholm. They thought that being in contact with the street 
and the ongoing life of the city was essential for their inspiration and for their 
availability to clients The architects divided the long and narrow space 
according to hierarchy. The front room, which opens to the street through a 
display window and a glass door, became the meeting room. Between this 
room and the next, two large double-etched glass sheet walls were placed. 
They let natural light in, and one can pass between them on either side, but 
they obstruct the vision into the next room. From outside one can sense the 
continuing space, but not what it contains and not how much there is. Part of 
the floor is made of glass, illuminating the room beneath. Behind the two 
glass sheets fluorescent lighting was installed. The tubes are UV-coloured 
and turned on at night as a light effect. 

The next room became the hub of the office: computers, faxes, tele- 
phones, etc. This space also houses the lavatory, the kitchen with a small 
dining area and the stairs down to the lower floor. Downstairs are the 
library, drawing boards and storage rooms. Finally, under the front room is 
the model workshop. 

The background to the design had to be neutral, and thus white was the 
colour chosen for all the office and the furniture. 
In the office there are no doors (except for the storage rooms and lavatory), 
but the division into rooms/functions is clear. The arrangement of the differ- 
ent spaces allows the architects to choose how far into the design process 
they let their clients, maybe just the presentation room, maybe all the way 
into the model production in the workshop. The room hierarchy is also one of 
order. Design is a messy business, especially model making. 



Para el estudio. sus. arquitectos, Claesson, Koivisto y Rune, buscaran un 
local comercial en una calle secundaria del centra de Estocolmo, ya 
que el contacto con la calle y la energi'a de la ciudad les resultan esen- 
ciales tanto para estimular su inspiracidn como para poder estar siem- 
pre disponibles, certa de sus dientes. Los espacios se dispusieron 
segun su Tunc ion y su importancia dentro del estudio. La habitacion 
delantera, que se abre al exterior mediants una ventana-escaparate y 
una puerta de cristal, se transformd en sala de necepcidn y reuniones, 
y se separo del espacio contiguo mediante dos paneles de cristal trata- 
dos al acido. Estos paneles permiten la entrada de luz natural al inte- 
rior del estudio a la vez que ejercen de pantalla visual: desde el exte- 
rior se intuye que la sala de reuniones tiene continuacion. pero no se 
puede adivinar que tipo de espacio se esconde tras esa pantalla. ni que 
dimensiones tiene. Parte del solado se ha realizado con cristal, para ilu- 
mtnar la habitacion de la planta inferior. Tras los tres paneles de cristal 
se mstalaron lamparas fluorescentes cuyos tubos. de luz ultravioleta, se 
encienden de noche creando un efecto luminoso muy particular 
La habitacion contigua se transformo en el niicleo del estudio. 
Ordenadores, fax, telefonos, etc. En esta "sala de maquinas" se hallan 
tambien el aseo y la cocina, con un pequefio espacio que hace las 
veces de comedor. Unas escaleras conducen al nivel inferior, que aloja 
la biblioteca. las mesas de dibujo y una zona de almacenamiento. Bajo 
la sala de reuniones se ubica el taller de maquetas. 
Para eviur que el entorno mterfinera con el proceso de diseno. los 
arquitectos escogieron el color bianco para pararnentos verticales, 
techos. solado y mobiliario, Aunque la zona de almacenamiento y el 
aseo se cierran con puertas, la division del espacio en ambitos/funcio- 
nes es muy clara. Se ha conseguido poder regular el grado de accesibi- 
lidad del cliente en el proceso del trabajo: puede detenerse en la sala 
de reuniones o llegar hasta la sala de maquetas en el nivel inferior Esta 
disposition jerarquizada de los espacios se traduce tambien en un 
mayor orden, factor decisivo en todo praceso creative y especialmente 
necesario en una actividad tan proclive al desorden como la realiza- 
tion de maquetas. 



PR 













4Q 



The studio is accessed directly from the street. Because the 

premises were formerly used as a shop, the reception, like a 
shop window, connects the interior and the exterior. The window 
and Ihe glass door provide natural light to a semi-basement. 



El acceso al estudio se nealiza directamente desde la Cdlle.AI 
tratarse de un antiguo local comcrcial. la tecepcibn. como si 
se tratara de un escaparate. coneeta el interior con el exte- 
rior: La ventana y la puerta de vidno proponcionan luz natu- 
ral a un csp.!cio Eemi-soterTado. 
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At night, the fluorescent tubes behind the Iranslucenl glass pan- 
els that separate the reception from Ihe interior of Ihe study 
reinforce Ihe image of the ouler room as a shop window. Behind 
the panels is the "nucleus" of the study, the production area. 



De noche, los tubos fluorescentes dispuestos detras de los 
paneles de vidrio traruhJcido que separan la recepcion del 
interior del estudio, refuerzan la imagen de escaparate de la 
estancia mas exterior Detras de los paneles se esconde el 
"nucleo" del estudio. la zona de produccion. 






The space is delined by geometric forms and the 
absolute predominance of white. The audacious 
use of lighting as a decorative element rein- 
forces the design concept of the scheme. 

Formas geometricas y el dominio absolute* del 
bianco definen e! espacio Li audaz utilization 
de la ilummacion como elemento dec 
reflierza el concepto de diseno del prayecto. 









M 














u 



X 



o 




D 




a a o 



a a a 



a 



a 



a 



v 



D 



Ground lloor plan / Plania baja 




Axonometric view / Axoi , 



Technical details / i d 



Architect / Arquiieclo: 

Claesson Koivisto Rune (Marten 

Claesson. Eero Koivisto, Ola Rune) 

Proved/ Proyecta 
Architect's Office 

Location I I ocalizacion: 
Stockholm. Sweden 

Master builders / Aparejadores 
Primula Bigg AB 

Electricity & Instalattons / Electncidad 
e Instalacrones: 
Primjla Bigg AB 

Area 
130 sqm 
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Love Arbeit 

Aim & Co 



Stockholm, Sweden 



Photographs: Ake E son Lindman 



ALM & Co. is an advertising agency with a staff about 25 people and has their 
offices in this remodelled old custom's warehouse in the centre of Stockolm 
close to the waterline. The building dates from 1876 and is protected by the 
law of building preservation. It was in very poor condition, as in the 50's had 
been used as a petrol station and a marine workshop. The idea was to restore 
the open space of a warehouse by removing all later additions. 
New functions needed by the client, such as meeting rooms, office spaces 
etc. were designed as a free-standing wooden box, 1 8 m long, 3,6 wide 
and 7 m high, with three floor levels. This as a reminder of the wooden 
boxes that once upon a time were stored in the building when it was used 
for its original purpose. The new rooms are made with glass walls, covered 
with thin horizontal wooden slabs. From the inside it seems transparent, 
but from the outside it looks almost solid. 

The materials used are very simple: pine floor, light grey plaster walls, ply- 
wood, steel with graphite paint, tabletops of solid whitestained ashwood, 
etc. As a contrasl there is a bright red kitchen and a very spectacular 
library shelf with a 8m high movable ladder. The stainless steel appliances 
used in the toilet are the same as used in Sweden's state prisons. 
The furniture was specially designed by the architects and custom made 
except for the chairs, by Fritz Hansen and Herman Miller / Vitra and the 
working lamps by Artemide. The cabinets are Kartell. 



ALM & Co. es una agenda de publicidad donde trabajan 25 personal. 
Para albergar sus oficinas se remodelo un anliguo aimacen de aduanas 
en el centre de Estocdmo, cerca del puerto. Este edificio se construyo 
en 1 876, y esta protegido por la ley de preservacion del patnmonio. En 
la decada de los cincuenta habi'a sido usado como gasolinera y taller de 
reparaciones nauticas, y en el momenta en que esta intervention se ini- 
tio, su estado era muy pnscaria La idea era nestaurar el espacio de 
aimacen y eliminar todos los anadidos posteriores. 
Los espacios que la actividad del cliente requen'a, como salas de reu- 
nion u oficinas. entre otros. se desarrollan en una estructura de ties 
niveles con forma de caja. Los paramentos verticales que separan las 
nuevas oficinas estan realizados en cristal cubierto con tablas de 
madera. Desde el interior: la conslruccidn parece transparente, pero 
desde el exterior parece com pi eta me nte maciza, 
Los materiales utilizados en esta reconstruction son muy sencillos: 
madera de pmo para el solado, enyesado de color gris claro para los 
paramentos verticales, contrachapado, acero pintado al grafito y 
madera de fresno maciza, pintada de bianco, para los sobres de las 
mesas. La cocina se ha realizado en un color rojo brillante. al tgual 
que la espectacular Itbreria, con una escalera movil de 8 metros. Las 
instalaciones de acero inoxidable utilizadas en los aseos son aguales 
que las empieadas en las pri si ones suecas. 

Parte del mobiliano fue disenado especial me nte para este proyecto 
por ios arquitectos. Las sillas son de Fritz Hansen y Herman Miller 
para Vitra; las lamparas de las mesas de trabajo, de Artemide; y los 
armarios.de Kartell. 
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Floor plan I PSanta general 



The kilchen and bookshelf are Ihe most outstanding elements 
tram a chromatic point of view, The contrast between the bright 
red and the wood gives dynamism !o a space dominated by light 
colours and materials wilh a simple finish. 

La cocina y la libren'a son los elementos mas destacados 
desde un punto de vista cromatico. B contraste ernre el rojo 
mienso y la madera otorga dmamismo a un espacio domi- 
nado por colones danos y materiales de acabado sencillo. 
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In the interior of the old warehouse, a three- 
storey structure is developed in the form of 
a box 18 melres long, 3.6 metres wide and 

7 metres high. This structure is slightly rem- 
iniscent of the wooden boxes that were for- 
merly stored in the building. Offices are 
located on the lower level and spaces foi 
meetings on the lirst and second levels. 

En el interior del antiguo almacen sr 
desarrollj una estructura de tres plantas 
en forma de caja de 1 8 metros de largo, 
3.6 metros de ancho y 7 metros de alto. 
Esta estruclura recuerda, en cierto 
mo do. a las rajas de madera que en 
otros tiempos se guardaban en el edifi- 
cio. En et nivel inferior- se ubican las ofi- 
cinas, y en la primera y segunda planta, 
espacios para reuniones. 
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The cenlral volume is clad in wooden slats, cre- 
aling an envelope thai brings privacy and per- 
meability lo the space. 

Lamas de madera sin tratar revisten el volu- 
men central, creando un envoi tono que 
otorga privacidad y permeabilidad al espa- 
eio que la caja encien-a. 
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Technical details/ Fich.i tecnica 



Architect / Arquitecto: 
Love Arben Arkilektkontor AB 

Proyect / Proyecto; 
Aim & Co 

Collaborator / Coldborador. 
Claesson Koivisto Rune 

Location / Localizacion: 
Stockhoim, Sweden 

Master builders / Aparejadores: 
Winthal Byggnads AB 

Electricity & Instalations I Bectritidad 
e Instalaaones 

HS Consult AB (electricity & lighting) 
P Anderson AB (ventilation) 
Ralambshovs Snickeri AB (carpentry) 

Area / Superficie: 
550 sqm 
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Massimiliano Fuksas Architetto 

Working Studio in Rome 



Rome, Italy 



Photographs: Giovanna Piemonti 



Fuksas Associates studio occupies three floors of a 1 6th-century building locat- 
ed in the Piazza del Monte della Pieta, in the heart of Rome, The exterior of 
the building is not the reddish colour characteristic of the houses in the city, 
but has been painled pale blue. Wooden doors are used for the entrance, on 
the first floor. The office gives a rather chaotic welcome to the visitor: original 
elements cohabil with later interventions that are given less emphasis. 
A glass wall separates the entrance hall from a meeting room and leads to 
the secretarial area without modifying the original dimensions of the room. 
The most significant characteristic in this office is its walls: although they are 
decorated in very different ways, all seem to exhibit abstract images on their 
surface. The former occupants of the house have left their marks over the 
centuries by means ol layers of colours on the walls: these were sanded and 
polished until the surface was smooth, and finally treated with wax. Thus, no 
wall is the same as another, each one has its story to tell. An interesting 
case is a room that the former owner used as a toilet: after removing differ- 
ent layers of paint, the frescos of an old private chapel were discovered. 
This way of revealing history demonstrates the close relationship of the 
architect with Rome, his city, the city of strata as it is now defined. 
The constant presence of the past does that new proposals are absent: the 
glass lift that breaks through the wooden beams of the ceiling in another 
room is a good example of the coexistence of new and old. This lift leads to 
the second door of the studio, where most of the forty employees work, 
divided into groups according to projects. Here, walls subdivide the study 
into smaller spaces with glass doors on steel hinges. 
Each room seems to be the antechamber o( the previous one, there are no 
hierarchies or indications lo guide the visitor. Even the furniture seems to 
have found its place in a fairly random way. All the work positions have a 
computer, but their location is not fixed. The third floor houses the most 
silent environment of all. It is accessed by a smaller elevator that also leads 
to the roof. As on the tirst floor, here the windows are large, and the light 
that penetrates into the interior through the windows transforms the walls 
into striking reliefs. 



El estudio de Fuksas Associati ocupa tres plantas de un edificio del 
siglo XVI situado en la Piazza del Monte della Pieta. en pleno centra 
de Roma. El exterior del edificio no es del color rojizo propio de las 
casas de la ciudad, smo que se ha pintado de azul pa'lido. Unas puertas 
de madera franquean la entrada. en la primera planta. La oficina da una 
bienvenida un poco cadtica at visitante: elernentos originates conviven 
con intervenciones postenores, que quedan en un segundo piano. 
Una paramento vertical de cristal separa el vesttbulo de una sala de 
reuniones y conduce a la secretaria sin por ello modificar las dimensio- 
nes originates de la estancia. La caracten'stica ma's significativa de este 
estudio son 5us paredes: aunque estin decoradas de modos muy dis- 
tintos. todas parecen exhibir imagenes abstractas e>rtendidas sobre su 
superficie. Los antiguos ocupantes de la casa ban dejado sus mairas a 
traves de los siglos mediante capas de colores en las paredes; estas se 
lijaron y puheron hasta conseguir que la superficie quedara lisa, y, final- 
mente, se trataron con cera. Asi se ha conseguido que ninguna pared 
sea igual que otra, que todas cuenten su propia historia. Es intemsante 
el caso de una vano que el antiguo propietano usaba como aseo: tras 
eliminar distmtas capas de pintura. se descubno que alti' se escondi'an 
los frescos de una antigua capilla domestica, Este modo de poner la 
historia al descubierto demuestra la estrecha relacion de arquiteclo 
con Roma, su ciudad, la ciudad a estratos, como se define hoy en di'a. 
La pnesencia constante del pasado no equivaie a la ausencia de nuevas 
propuestas: el ascensor de cristal que, en otra estancia, rompe las vigas 
de madera del techo, constituye un buen e|emplo de la convivencia de 
lo nuevo con lo antiguo. Este ascensor conduce al segundo piso del 
estudio, donde trabaja la mayor parte de los cuarenta colaboradores. 
divididos en grupos por proyectos. Aquf, paramentos verticales sobdi 
video el estudio en espacios mas pequefios con puertas de 1 1 istal 
montadas sobre bisagras de acera. 

Cada estancia parece ser la antecamara de la anterior, no existen jer n 
qui'as o indtcaciones para ta orientacion. Incluso los muebles parecen 
haber encontrado su sitio de modo bastante casual, Ibdos los puestos 
de trabajo cuentan con un ordenador. pero su disposition no es fija ni 
inamovible. La tercera planta alberga et ambii i ilern ioso de 
todos. A ella se accede a traves de un ascensor mas peqi icno que 
tambien conduce a la azotea. Como en el primer piso, en este las ven- 

son de gran tamafio, y la luz que penetra en el interior a traves 
de las cristaleras transforms los muros en sugera rtes relieves. 
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colour characteristic of the houses of the cih 
has been painted pale blue. Wooden doors 
the entrance, on the first door. 
The inner courtyard and the worn staircas 
this 16th-century patazzo suggest the entn 
to a dwelling when in fad Ihey lead to an a 
tec lure studio. 



EI exterior del edifice no es del color rojf- 
zo propio de las casas de la ciurJad. smo que 
se ha pintado de azul palido. Unas pi 
de made™ franquean la enlrada. en la pri- 
mes plarrta. 

El patio interior- y la g as tada escatera de 
■ ilazzo del s,glo XVI panecen prologar 
una wvienda cuando en realidad conduced 
a un estudro de anquiLectura. 
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On Ihe upper lloor, Ihe wooden structure thai 
supports the roof has been led exposed anc 
painted the same colour as the walls. The com' 
bination of the original structure of the building 
with the furniture ol ihe office, some ol wWcr 
was designed by the architect, creales a pure 
and dynamic environment. 

En la plants superior, la estructura de made- 
ra que soporta la cubiert.i se ha dejadb a la 
vista y se ha pintado del mismo color que las 
paredes. La combination de la estructura 
original del edificio con el mobiliario del 
estudio, algunas de cuyas piezas han sicfo 
disenadas por el propio arquitecto. resulta en 
un entorno depurado y dinamico. 
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The lirst things that the visitors notice in the sec- 
relalial are a painting of Ihe architect and 
posters from exhibitions of his work, covering 
the historical walls like a collage. A glazed ele- 
vator leads from a conlerence room on the firs) 
I loo r la a room above it equipped with a plotter, 
a server and a photocopier. 
Right: A glass lintel divides (he entry area from a 
conference room The panes are held in place 
with filigraine sash angles made of steel. 




La secretaria-recepcion sorprende a I visitante 
con un cuadro pintado por el arquitecto y 
posters de exposiciones de sus proyectos que 
cubren los histoncos formando un collage. 
Un ascensor de cnstal conduce de la sala de 
reuniones en la planla primera a la planla 
superior, que aloja un ploter. un servidor y 
una fotocopiadora.. 

A la derecha. un dintel de vidno separa el 
acteso de la sala de reuniones y proyecao- 
nes. Los paneles se sustenlan en montantes 
de acero. 







Technical details; I ulu iivi- ,i 



Architect / Anquitecto: 
Massimiliano f uksas 

Proyect / Proyecto 

Working Studio in Rome 

Location / Localization; 
Rome. Italy 

Eleclricity & Instalalions / Electncidad 

e Instalaciones: 

industrial Lamps by Caslaldi 

Area / Superfine: 
1.000 sqm 
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Massimo & Gabriela Carmassi 

Studio in Florence 



Florence, Italy 



Photographs: Mario Campi 



The dwelling-office of Massimo and Gabriella Carmassi is located in the 
Palaz20 Rosselli del Turco, a 16th century palace by Baccio d'Agnello locat- 
ed in the centre of Florence. 

The starting point of the scheme, as in other works by the Carmassi firm, 
was a deep analysis of the existing structures, with the intention of preserv- 
ing the particularity that they recognise in old buildings, the kind of atmos- 
phere suspended in time, bound to the memory of the generations that have 
inhabited them, without which these buildings would be irremediably impov- 
erished Gabriella and Massimo Carmassi are experts in rehabilitation; their 
interventions in old and historical buildings are carried out with great care, 
without eliminating too much material or too much quality. Conserving the 
memory of Ihe places, only adding a final layer, commenting on what already 
exists with unequivocally contemporary and recognisable signs that never- 
theless maintain a relationship with the old occupants and uses. 
The dwelling-studio is developed on two floors. On the ground floor are the 
access to the office and a lobby that acts as an exhibition room for the scale 
models. Stone columns with carved capitals welcome visitors climbing the 
stone staircase to the first floor. 

The first floor houses the studios of Gabriella, Massimo and Lorenzo 
Carmassi, the common studio, the secretary's office, the archive, the bath- 
room. Ihe living room and the kitchen-dining room. In this intervention few 
modifications were made to the floor plan, but the existing spaces were 
adapted to the new needs of the occupants. Special attention was paid to 
the furniture and the lighting systems, in order to incorporate contemporary 
elements into a space that has preserved its Renaissance character. 



La vivienda-estudio de Massimo y Gabriella Carmassi se ubica en el 
Palazzo Rosselli del Turco. un palacio del siglo XVI obra de Baccio 
d'Agnello situado en el centre de Florencia. 
Et pun to de par lid a del proyecto, como en el resto de preyectos del 
estudio Carmassi, fue un analisis prafundo de las estructuras existen- 
tes, con la intenci6n de preservar esa particularidad que reconocen 
en los edificios antiguos, esa especie de aim 6s (era suspendida en el 
tiempo, ligada a la memoria de las generaciones que los han habita- 
do, y sin la cual estos editicios se empobrecen'an sin remedio. 
Gabriella y Massimo Carmassi son expertos en reh,ibiliL : iciones;sus 
inici veni lories en edifino', .inlijJiios o histoncos se llevafl a cabocot 
un gran cuidado. sin eliminar demasiado material ni demasiada cali- 
dad. Conservando la memona de los sitios. anadiendo solo una ulti- 
ma capa, comentando lo que ya existe con signos inequi'vocamente 
contemporaneos y reconocibles pero que mantienen una relacton 
con los antiguos ocupantes y usos. 

La vivienda-estudio se desarrolla en dos plantas. En la planta baja se 
ubica el acceso ai estudio y un vestibulo que hace las veces de sala 
de exposiciones para las distintas maquetas. Columnas de piedra con 
capiteles labrados dan la bienvenida al visitante, que accede a la pri- 
me ra planta por unas escaieras de piedra. 

La primera planta aloja los estudios de Gabriella, Massimo y Lorenzo 
Carmassi, el estudio comun, la setretaria, et archivo, el bano, el salon 
y la co cina- comedo r. En est a actuacidn no se realizaron demasiadas 
modificaciones en la planta, sino que se adeeuaron los espacios exis- 
tentes a las nuevas necesidades de sus ocupantes. Se presto especial 
atenci6n al mobiliano y los sistemas de iluminacion. con la voluntad 
de incorporar elementos contemporaneos a un espacio que ha pre- 
servado su caracter renacentista. 
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Ground door plan / Pl.inia baja 
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In the absence of long corridors and passage- 
ways Ihe transitions between rooms are slill 
importanl in Iheir own right, even (hough Ihe fur- 
niture is now more decorative Irian structural. 

Debido a la ausencia de largos espacios 
de cicculaaon. las zonas de (ransicion 
enlre las distmtas estancias cobran una 
relevancia especial, .lunque su papel sea 
mas decorative* que funcional. 
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As in the re si of the project, the big 
communal workroom (once !he main 
reception room) has kept its 16th-cen- 
tury appearance; terracotta floor, woo- 
den ceiling and floors, nailed shutters 
and glass londos with the coat of arms 
of Ihe original owners. 

Como en el reslo de la intervencion, 
1,1 gran sala de irabajo comun 

I amente el salon principal) ha man- 
tenido su c,"ii'.icier renacentsta: sola- 
do de teiTscota. techos y puerlas de 
mndera, contraventanas claveteadas y 
londos con el escudo de armas de 
los propiet irios en 
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First floor plan i Primera 
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First floor plan /Pnmer, i 

1 Alrium / At™ 

2 Communal workroom ■ ii i de trabajo comiin 

3 Massimo Carmassi's workroom /I studio di Massimo! 

4 Gabnella Carmassi's workroom / 

5 Lorenzo Carmassi's workroom / Lsiudio de Lorenzo Cai m < 

6 Secretary's office-archive / 

7 Living room I 5 il-' 1 
a Bathroom'!' 

9 Kitchen and dining room . omedor 
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Calvi Meriini Mova 

Studio Professionale 



Milan, Italy 



Photographs: Andrea Zani 



This architecture office occupies the first floor of a building in the centre of 
Milan built in the Iwenfies. The space was to be reinvented by joining the 
two floors through the tola) elimination of non-structural elements. The archi- 
tects worked on the resulting volumetrics to create a new sequence of con- 
tinuous environments for their professional work. 
The ground plan is C-shaped, enveloping the inner courtyard and the large 
staircase. A longitudinal axis, parallel to the outer wall, connects the spaces 
and creates a dialogue between the activity of the urban environment and 
the calm of the small rear courtyard. 

The space is divided between principal and secondary environments. The 
entrance ha II -reception, the individual work and workshop area and the 
computer area are the three environments of the main space. The transi- 
tion between public and private environments is uninterrupted, establishing 
a logical visual connection between each area and the preceding one. In 
parallel, the secondary, closed or semi-closed environments -meeting 
room, kitchen-gallery, laboratory, services- act as a functional support of 
the main environments. 

Two types of intervention were made in this scheme. On one hand, the 
original elements of most interest were recovered, such as the niches dis- 
covered in the walls or the openings onto the rear courtyard, and some 
original elements were reconstructed (the kitchen-gallery-terrace, the exit 
to the light well). On the other hand, some volumes were eliminated and 
the facilities were improved by work on the claddings, the floor, the facili- 
lies and the insulation ot the upper structures. 



Este estudio de arquitectura ocupa la primera planta de un centrico 
edificio milanes consiruido en los anos veinte, Se trataba de remven- 
tar el espacio partiendo de la union de dos plantas mediante una eli- 
minacion total de elementos no estructurales. Las volumeln'as resul- 
tantes se convirtieron asf en el material sabre el cual trabajaron los 
arquitectos para crear una nueva secuencia de ambitos continues 
que acogieran el de sari olio de una actividad profesional. 
La planta se caracteriza por su forma de C, que envuelve por dos lados 
el patio interior y !a gran escalera del inmueble, Un eje longitudinal, para- 
lelo al muro exterior conecta los espacios y erea un dialogo entre la 
actividad del entomo urbano y la calma del pequefio patio posterior 
El espacio se divide entre ambitos principales y ambitos secundanos. 
El vestibulo-recepcion, el area de trabajo individual y de taller y, por 
ultimo, la zona destinada a ordenadores constituyen los tres ambien- 
tes de la zona principal. La transition entre ambitos publicos y priva- 
dos se realiza de rnodo inmterrumpido, estableciendose una cone- 
xidn visual y logica entre cada zona y la zona precedente. 
Paralelamente, los ambitos secundarios. cerrados o semi-cerrados 
-sala de reuniones, cocina-galen'a laboratorio, servicios- actuan como 
soporte funcional de los ambitos principales. 
Las intervenciones que se realizaron en el estudio son de dos tipos. 
Por un lado, se recuperaron los elementos originates de mayor inte- 
res. tales como las hornacinas descubiertas en los muros o las aper- 
turas al patio posterior, y se reconstruyeron algunos elementos origi- 
nates (la cocina-galeria-terraza, la salida al patio de luces). Porotro 
lado, se depuraron volumenes y se mejoraron las instalaciones con 
actuaeiones en los revest imientos. el solado, las instalaciones y el ais- 
lamiento de las estructuras superiores. 
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Firsi floor plan (before the conversion) / Plants pnmera (antes d'e la remodelacion) 
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First floor plan (project) / Planta primera (proyecto) 




The furnilure. designed for the project, is ehai 

aclerised by toe use of few materials: pine plj 
wood and silk grey laminate for surfaces an' 
voljmes. and metal for structures and support! 

bl mobiluno, disenado para el proyecto, si 
caractenzs por el uso de pocos matenale! 
ecntrachapadb de madera de pino > I 
cto gns seda para superficies y volumenes, ; 
metal para estructuras y soportes. 




Ground floor plan (project) / Rani yecto) 




]} 



u 



Ground Hoor plan (original) / Plarrta baja (ante de la rcmodelacion) 
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SeclionA-A/SeccionA-A 




The choice of materials shows the special con- 
cern ol the architects to create a lively space, in 
constant dialogue with its occupants. The primary 
colours -blue, red and yellow niches- contrast 
with the sobriety of the black and charcoal grey 
that recalls the presence of old chimneys. 

La election de los matenales evidencia la 
especial preocupacion de Ids arquitectos par 
consegurr un espatio vivo, en constanic diafo- 
go con sus otupantes. La utiliaacion del color 
tuega con el contraste entce colores pnmanos 
homaeinas aajtes, rojas y amanta y la 
sobnedad de los negros y grises grafita que 
necuerdan In presenn.i de viejas chimeneas. 



Oliva-Remola 

Architect's Office 



Tcrrassa, Spain 



Photographs: Duccio Malagamba 



The building stands on a small rectangular site between parly walls giving 
onto two opposite streets with a difference in level of 4.75 m. Its structuring 
elements are the staircases and lift nucleus, from which the different levels 
are formed. The staircase is the element that unifies all the spaces, 
emphasised by ihe light from the skylight to create a total vertical continu- 
ity in the space. From the second floor upwards, horizontal views are 
established thai give total transparency from street to street, enhanced by 
the half-levels, the glass partitions and the light design of the white stair- 
case that merges into Ihe side walls. 

The facades are understood as a filter between the interior and the exteri- 
or, simplifying the visual obstacles to a maximum. The treatment ol the 
main facade takes into account the differentiation of the ground floor 
understood as a pedestal and a threshold between the exterior and the 
interior. To this end. the space is set back from the facade, projecting a 
door of pedorated metal sheet that provides views of the showroom even 
when it is closed. The rear facade has a far more mundane dimension, 
establishing a language with the environment. 
The building is entered through a showroom, and the other floors are 
reached by a staircase or a free-running lift to the second floor, where the 
reception and a visiting room are located. The rest of the space is of restrict- 
ed use. From this level the interior operations of the firm are organised. The 
users interrelate Ihrough an order that was created on the basis of the differ- 
ent needs of communication between the persons working in the firm. 
The small span of the building allows all the furniture to be placed against 
the north wall, so from the vertical nucleus the services go under the footing 
of the lurniture. This led to the integral design of all the furniture, except for 
the chairs and some of the lighting. The materials used are always the 
same: concrete, iron, wood and glass. 



1 1 --:!■-= u .;>-.i i construido en un solai nectangulai entre merfaneras cfe 
reducidas dimensiones y con f rente a dos calles contrarias con una dife- 
rencia de nivel entre ellas de 4.75 m. Sus elementos vertebradores son 
el nucleo de la escalera y el ascensor, a partir del cual van formandose 
los distmtos niveles. La escalera es el elemento que unilica todos los 
espacios. enfatizada por la luz producida por el lucemario cental, de 
manera que la continuidad del espacio en sentido vertical es total. A 
pai ttr de !a planta segunda se estabteccn unas visuales en sentido hori- 
zontal que permiten la total transparencia de calle a calle, potenciada 
por los medios niveles, las divisiones interiones de vidrio y el diseno lige- 
ro de la escalera blanca confundiendose con las paredes lata 
Las fachadas se entienden como un fi Itro entre el interior y el exterior 
simplificando al maximo los obstaculos visuales. El tratamiento de la 
fachada principal liene en cuenta la diferenciacidn de la planta baja 
enlendida como basamento y espacio umbral entre el exterior y el inte- 
rior; A tal efecto. el espacio se netranquea proyectando una puerta 
nivel de fachada de plancha meta'lica perforada, que pemnrte en todo 
momento las visuales de la sala de exposiciones aunque esta este cerra- 
di i La fachada posterior toma una dimension mucho mas cotidiana esta- 
bleciendo un lenguaje con el entorno. 

La entrada al edificio se produce por una sala de exposiciones. pasando 
posterionnente a las otras plantas a partir de la escalera o mediante el 
ascensor con recorrido libre hasta la segunda planta. donde se halla la 
recepcion y una sala de visitas. El resto del espacio es de uso restnngido. 
A partir de este nivel se organiza el funcionamienlo interior del estudio. 
I ,i inLenelacion de los usuarios se produce a partir de un orden estable- 
cido e intencionado dado a partir de las diferentes necesidades de 
comunicacion entre las personas que trabajan en el estudio. 
Teniendo en cuenta la pequefia cruji'a del edificio, esta permite colocar 
todo su moblario apoyado en la medianera norte, de manera que a 
p.ir in <H nucleo ver in il las insl to iones pasan poi debajo dd z6 aJc 
de los muebles. Este hecho ha llevado al diseno integral de todo el 
mobiliai io. a excepcion de las sillas y parte de la iluminacion, En cuanto a 
los .ii abados, los rnatertates emple idos ■-■> m sfempre los m smi ■■ homni 
gon, hierro. madera y vidno. 
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A degraded environment with tall lerracei 
buildings, the limns of the siie and the gooi 
views and natural lighting termed the basn 
of an attractive design solution that con 
verts the building into an emblematii 
object. 

Un enlorno degradado con construe 
clones entns medianeras de bap allura 
mrtackSn del solar y la buena dis 
position de vistas e insolation provocar 
n iolucidn proyectu.if 
conviefte dl edificio en un objett 
embtematico. 
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Upper floor plan I Pl.in.ui de cubierta 
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Third floor plan / lei a i 
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First floor plan / Pnmera | 
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Ground lloor plan I 
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Back elevalion 
Fachada posterior 



Main eievation 
Facrtada principal 



Section C-C 
Seccion C-C 



Seclion D-D' 
in D-D" 



Section E-E" 
Section E-E 
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The elements thai make up the building act 
as containers and contents, establishing a 
duality of use The structure is understood 
as a load-bearing element and ai the same 

time a final element. 

go haea 

. jc entiendc corno 

! como 
un elements 
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Technical details / Ficha tecmca 

Architect / Anquitecto: 
Amadej Oliva i Uriel 

Prayed I Proyecto: 
Estudio de Arquitectura 

Location / Localization: 
Terrassa, Barcelona, Spain 

Master builders / Apareiadores: 
Maria Rosa Remote i Ferrer 

Electricity S Instalalions / Eleanadad 
e InstalaciO! n 

Armengol Serveis Electrics. S.L. 
Reinlred. Si. 

EBYP. S.A. 

Area / 5uperfide: 
320 sqm 




Rataplan 

Vienna Paint 



Vienna, Austria 



Photographs: MarkusTomaselli 



Vienna Paint is a processing sludio in a Biedemeier courtyard complex in the 
6th District ot Vienna. In 1994 the premises were adapted and converted 
but. since the rebuilding the staff has tripled, in 1988 another courtyard build- 
ing running behind the premises was also completely rebuilt and connected 
to the main building. The character and the mood in Vienna Paint I was a 
part of the brief, but it was a challenge, too. to define the chronological dis- 
parity. The arrangement ol Ihe building was a help to the architects, and by 
using a bridge they were able to symbolise both the spatial and Ihe temporal 
difference between the two volumes. The existing volume used for Vienna 
Paint II is situated parallel to Vienna Paint I, separated from it by only a nar- 
row courtyard. The slightly conical building lies on the boundary to the site 
and faces into this courtyard. An added, lower-set boiler house was removed 
altogether. A new element to the building was added in its place, following 
the line of the building but distinguishing itself from it by means of a slight 
vertical tilt to the lacade. These separate parts of the complete volume are 
only linked on the outside by a glazed canopy which adopts the slight tilt of 
the new facade to the entrance. In the area of the older tract, a yellow glass 
parapet links up at the same angle as the canopy. 
The tirm's showrooms are on the ground floor, to Ihe left. To the right on 
the ground floor is the photographic studio with adjacent darkroom and 
workshop. The WCs are allotted to the stairwell on both levels. The upper 
level, left, contains the archive which leads to the terrace of the new build- 
ing. On the right are two large workspaces for processing images, separated 
by a machine room in the form of a glass cube. These spaces are linked 
with Ihe foremost building via a bridge, but also via a terrace situated above 
the darkroom and the workshop. 

The two large workspaces on the ground floor and the upper level, the one 
for processing the images and the photo studio, are define d respectively 
by a C and U-shaped felt-covered spatial element. These elements contain 
all the storage space while also serving to restructure the very large 
spaces and provide good acoustics. 



Vienna Paint es un estudio de tratamiento de la imagen situado en un 
patio de manzana del distrito 6° deViena. En 1 994 se emprendio la 
primera renovacidn del edificio principal, una renovacidn cuyo progra- 
ma rete|a la identidad y el estilo del estudio Rataplan, Desde esa 
remodelacidn, el personal se triplicd y. en 1 998, se decidio ceformar 
poi complete una construction ubicada en la parte trasera del edificio 
principal para alojar alii' parte de las instalaciones de la tirma. 
El estudio Rataplan concibid esta actuacidn como una contmuacion del 
diseno y la experimentation precedente; Idgicamente, el estiio y la per- 
son.ilid.id de Vienna Paint I formd parte del nuevo proyerto. aunque 
existia el reto anadido de dermir la disparidad cronoldgica entra las 
dos actuaciones. La disposition de los edificios permitid umrlos 
mediante un puente que simboliza la diferencia espacial y temporal 
entre los dos cuerpos. 

Un pequeno patio separa el volumen de Vienna Paint I de la nueva 
construction. Vienna Paint It, un edificio ligeramente comco.se alza en 
el limite del solar, orientado al patio. En su iHorma se elimind un edifi- 
cio que albergaba la caldera y en su lugar se anadid un nuevo elemen- 
to, que sigue las Ifneas del edificio y se distingue del mismo graces a la 
ligera inclination de b fathada, 

Estas partes separadas del volumen se conectan al exte ii per una 
m.ji quesma acnstalada. que se adapta a la leve inclination de la facha- 
da. En la zona del antiguo patio, un parapeto de cnstal amarillo se aco- 
pla al conjunto en un angulo igual al que forma la marquesina. 
Los showrooms de la firma se hallan en la planta baja, a la izquierda. 
A la derecha se ubica el estudio fotografko, con la camara oscura y el 
taller adyacentes. Los aseos de las dos plantas ocupan el hueco de la 
escalera. El nivel superior alberga, en el ala izquierda, un archivo que 
conduce a la terraza A la derecha, y separadas par un cuarto de 
maquinas en forma de cubo de crista!, se encuentran dos grandes 
areas de trabajo para procesar las imagenes. Estos espacios se relacio- 
nan con el edificio principal por el puente y por una terraza situada 
sobre la camara oscura y el taller 

Dos elementos espaciales en forma de C y dc- U. revestidos de fieltro, 
definen los espacios de trabajo del nivel inferior y superior; respectiva- 
mente. Estos elementos alojan las zonas de almacenamiento a la wez 
que tontnbuyen a reestructurar las enormes salas de traba|o y a 
mejorar la atustrca del ambiente. 
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1. Presentations room / Sala de presentaoones 

2. WC/WC 

3. VR / Regulador de voltaje 

4. Closet / Guard jrropia 

5. Ptiolostudio/l-.ludio Fotografico 

6. VauH / I36v«da 

7. Darkroom / Ca'mara oscura 

8. Workshop / Taller 

9. Court /Patio 

1 0. Terrace n'en-,i7;i 

11. Archive /Archivo 

12. WC/wc 
la.Services/Serviaos 

14. Image processing/ Sala de procesado de la imagen 
l5.Walkway/Pasarela 
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Ground floor plan / Planta baja 




Upper door plan / Planta sups ioi 
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Experimenting with unusual materials, the mark- 
ing of ihe circulation routes, spatial elements 
employed more as bonds with various functional 
possibilities than as pure partitions, and (he 
careful use of available light all create generous 
spatial experiences. 

La expenmentflcibn con materiales musuales, 
la definicrdn de espacios de arculacibn, Jos 
elementos espactiiles, cuyas posibilidades fun- 
oonales van mas alia de ejencer de elementos 
drvisorios, y el uso de la luz crean gna expe- 
nencia espao.il eslimulanie. 




Axon o metric view o) the service area and cloakroom 
Axonometrfa de la zona de servicios y guardarropia 
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Interior elevation / Alzado interior 





Cross-section o) glass cube / Secri<Sn transversal del cubo de cristal 





The nature of the activities earned out at Vienna 
Paint defines the design of the lighting of the 
whole space, A strategic arrangement of the dif- 
ferent lighting systems gives the different areas 
an almosl unreal quality. 

La naturaieza de las actividades que se desa- 
iroll.in en Vienna Paint define el diseno de la 
ilummacion de la totalidad del espacio. Una 
eslralegica disposition de los diversos sste- 
mas de iluminacion con fere a los diversos 
ambicntes una cuatidad casi irreal. 



Axonometric view of glass cube 
Axonometria del cubo de crista! 






Section / Seccion 



The division of Ihe space according to its diffe- 
rent functions is accompanied by a great variety 
in trie materials used. In addition to the aesthe- 
tic considerations. Ihe different materials, were 
chosen for their adaplalion to the necessities of 
each work area. 

La division del espaao segun sus cfatinta 
funcionei se acompafia de una gran vanedad 
en el tipo de matenales empieados. Mas alia 
de consideraciones esteticas. los diversos 
materiafi :',cogido por su adecua- 

cion a las necesidades que cada zona de b*a- 
bajo plai 
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Floor and elevation of screen terrace / PL-mt.i r alzado de panlalla de terraza. 





Technical details/ Firhn tecnica 



Architect / Anquitecto- 

Rataplan (Ft. Fritz, S. Hdndort, G. Ruber. 

M. Schoberl. F. Winkler) 

Proved / Pnoyecto: 

Reconstruction - Offices lor Digital 
Company + Foto-Studio + Showroom 

Collaborator / Colaborador: 

Helmut Locher + Gerhard Wagner 

Location / Localizaoon: 
Vienna, Austria 

Master builders / Aparqadores: 
Hammer! 

Electricity & Instalations / Bedriddad 
e Instalaciones: 
Polder & Weidinger 

Area / Superftcia 

260 sqm + 54 sqm terrace 



Jestico + Whiles 

Independiente 



London, UK 



Photographs: Paul Rattgan 



Afler selling the record company Go! Disc to Polygram, Andy Macdonald 
looked for a home for his new company. Independiente, Although it was 
vacant and decaying, he recognised the potential of the building located at the 
south end of Tumham Green, near to the Sanderson factory designed by the 
architect Charies Voysey, and to Bedford Park. 

The original brief did not require facilities that provided a large amount of natu- 
ral light, which was therefore limited to a series of small windows in the north 
facade and three skylights. The encroachment of the surrounding urban grain 
has gradually exacerbated the already limited internal natural light, not least 
because of a massive brick building immediately to the south. However, the 
existing building retains many qualities. Behind its brick facade it hides a 
space articulated by a series of vaulting laminated arches, each of which is 
strapped by muscular, bolted iron ties. In danger of collapse through years of 
neglect, the timber bases were rotted from rising damp. 
At first sight, it could be said that the client programme of a series of acousti- 
cally separated spaces is at odds with the single volume of the existing build- 
ing. Jestico + Whiles have organised these individual spaces around the 
perimeter of the building, creating a double height space. The skylights were 
reconstructed to provide good natural lighting that reaches the ground floor 
through the glazed blocks that form the access to the mezzanine. The build- 
ing's proximity to its neighbours (in particular the large residential block imme- 
diately to the south) necessitated particular care in sound insulation. 
Reconstruction of the roof involved a significant increase in acoustic insulation, 
which is matched by the design of the ventilation systems. 
Mixed-mode in design, the building can be heated and ventilated via a com- 
pact air-handling system, thereby isolating it from its surroundings, A small 
heat exchanger ensures that energy-in-use is minimal. In warmer conditions. 
the system can be used to supply air with the rooflights opened manually, 
allowing the natural stack-effect to move air through the open area of the 
building. Throughout, the building's muscular history is reflected in the use of 
raw metal and low-cost industrial components. 



Tras vender el sello discografico Go! Disc a Polygram. Andy Macdonald 
busco una sede para su nueva compafiia, Independiente.Y supo recono- 
cer el potencial que escondi'a un edificio de aspecto ruinoso ubicado en 
el extreme? sur de Tumham Green, cerea de la fabrica Sanderson, disena- 
da por el atquitecto Charles Voysey. y de Bedford Park. 
El pragrama original no requeria instalaciones que proporcionaran gran 
cintidad de luz natural, asf que estas se habfan limitado a una serie de 
pequenas ventanas horadadas en la fachada norte. y a tres claraboyas. 
Con el tiempo, el desarrollo urbano del entomo y un enorme edificro 
de ladnllo que se alza frente a la fachada sur redujeron aun mas los ya 
limrtados niveies de luz natural del interior. El edificio, sin embargo, pre- 
sentaba numerosas ventajas.Tras su fachada de ladrillo se esconde un 
espacio articutado por una sene de arcos de madera laminada sujetos 
por tirantes de hierro remachado.Tras ahos de descutdo y negligencia. 
las bases de madera amenazaban con derrumbarse debido al deterioro 
producido por la humedad. 

A primera vista, se diria que el pragrama que especifico el cliente, una 
serie de espacios acusticamente separados, no encajaba en el edificio. 
definido por un gran voiumen unico. Jestico + Whiles han orgamzado 
estos espacios individuals alrededor del perimetro del edificio. creando 
de este modo un espacio de doble altura. Se han ieconstruido las clara- 
boyas para dotar a la estructura de una buena iluminacibn natural, que 
penetra hasta la planta baja a traves de los bloques de vidrto que consti- 
tuyen el acceso al altillo. La praximfcfad del edifi ao con las construcao- 
nes colindantes (en especial el gran bloque de apartamentos situado al 
sur) ha requerido una atencion especial a I aislamiento acustico. La 
reconstruction de la cubierta ha supuesto un mayor aislamiento acusti- 
co. y una modificacion del diseno del sistema de ventilacion. 
La climatizacion del edificio se regula mediante un sistema de tipo mixto. 
Un sistema compacto de tratamiento del aire ai'sla el edificio de su 
entomo. Gracias a un pequeno mtercambiador de calor, se asegura un 
mi'nimo gasto energetico: cuando hace calor este sistema permite la 
entrada del aire del exterior mediante claraboyas que se abren manual- 
mente y a traves de las cuales se escapa el aire caliente. Los materiales 
constructivos, principalmente metal sin acabar y componentes industria- 
ls de bajo coste, refleian la histona del edificio. 
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Ground floor plan / Plama inferior 




1. Outer enlny I Acceso 

2. Entrance loyer/Vestibulo 
3 Reception / Recepcidn 

4. Marketing manager I Marketing manager 

5. Personal assistant / Ayud.mte personal 

6. Managing director / Direction 

7. Creative director / ! Jircrcion arti'stica 

8. Accounts manager I Departamento de cuenlas 

9. Accounts/ Cuentas 
10. WC/Asco 

1 1 Mail room / Correo 

12. Kitchen / Coona 

13. Press room / Sala de prema 

14. Waiting room I Saia de espera 

15. International manager/ Diietcion international 
16 International staff / Equipo international 

17. Office /Qlicma 

18. Lepl / Departamemo legal 

19. Stairs/ Escaleras 



Mezzanine Itoor plan / Planta Mezzamine 

19 Stairs / Eicaieras 

20 Glass block bndge / Puente dc btoqoes de vidrio 

21 Artist & Repertoire / Artstas y repertoro 

22 Meeting room / Sale de reuniones 

23 Storage / Alrnacen 

24 Planl room / Cuarto de instalaciones 

25 WC - Shower room / Aseo - Ductus 

26 Kitchen /Coona 

27 A & R coordinator / Coordination de A S R 

28 General manager I Director gene I 

29 Pe rsonal Assistant /Ayudante Pei 

30 Void/Vao'o 





Mezzanine floor plan / Ranta Superior 




Ground ftoor plan / Plania mlenor 
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Cross-section / Section transversal 



The space was divided into two levels 
through I he creation o) a loft which is 
accessed by a staircase of glass blocks, a 
material thai contributes lightness to a build- 
ing dominated by solid wooden arches. 



El espacio se ha distribuido en dos nive- 
les median te la creation de un altillo at 
eual se accede por una escaicra de blo- 
ques de vidrio, material que aporta lige- 
reza a un conjunto dominado por scilidos 
arcos de madera. 





lPX 





The space is defined by the interplay ol geome- 
tries and volumes. Oblique lines alternate with 
vertical and horizontal lines, and all of Ihese with 
the curve ol the arches that support the s I ru du- 
re ol the building. 

El espacco esta definido por el |Uego de geo- 
metries y volumenes, Li'neas oblicuas se 
alteman con verticales y horizontales, y 
todas estas, con la turva de los arcos que 
soportan la e : I edilieio. 





Technical cfstafls/ Rcha t&nica 

Architect I Ar-qurtecto: 
Jestico + Whiles (Tony Ingram, John 
Wotton. David Perera, Sniez Tcrbarma, 
David Stanley. Andy Piles. Anne Rowel I) 

Prayed / 1 Voyerto: 
Independents 

Location / Locahzacion: 
Chiswick. London, UK 

Master builders / Apareiadores 
Paul Owen Associates. Dawn Build Ltd. 

Electricity & Instalations / Electncidad 
e Instaladones; 
Chittenden Associates 

Area / Supcrficie: 
Ground lloor- 314 sqm 

First floor - 254 sqm 



LOG ID 

BGW Administration Buildin 



Dresden, Germany 



Photographs: Reiner Blunck Fotodesign 



The headquarters of the Professional Association of Health Services and 
Social Security (BGW) is located near the old town centre of Dresden, and is 
well connected with the city by public transport. A sports field and a school 
are located al the south end of the site. A public park surrounds the zone. 
The client and the architect agreed that it was necessary to maintain the 
environmental quality and to create a workplace that was ecologically sus- 
tainable and economically sound. 

The building is characterised by the large glazed surface that covers the south 
facade, some glazed surfaces on the east and west facades, and large walls 
that envelop the north, east and west facades. The circular roof is open to the 
south, taking full advantage of the natural heat and lighting. The design of the 
building makes it possible to use solar energy through the facades, which pro- 
vides 50% of the total energy needed to heat the building. An efficient heat- 
retention system reduces energy use. in summer, Ihe building is ventilated by 
ventilalion siats on the south and west facades. The windows of the building 
may be opened, so it is possible to avoid the use of air conditioning. The pres- 
ence of a large number of plants and the careful selection of materials, mostly 
natural, give the building a pleasant atmosphere. 
The internal organisation of the building results in an open plan. Wooden 
storage elements act as divisions between the individual workspaces, 
though on the ground floor and the landscaped areas the office separations 
are transparent. Each office has blinds that allow the workers to regulate the 
natural lighting according to their needs. This type of layout provides flexibili- 
ty and makes it simple to adapt the space for different uses. The landscaped 
area follows the same philosophy as the building: the surfaces are open, 
most of Ihe existing trees have been maintained and new fruit trees have 
been planted. There is a total connection between interior and exterior. 



La sede de la Asociacion Profesional de Servicios de Salud y Seguridad 
Social (BGW) esta situada cerca del casco antiguo de Dresden, conve- 
nientemente conectada con la ciudad mediante transpose publico. En 
el extremo sur del solar se ubican un campo de deportes y una 
escuela. Un patque publico radea la zorta.Tanto el cliente como el 
arquitecto comcidieron en la necesidad de mantener la calidad 
ambiental y crear una arquitectura ecologicamente sostenible y un 
lugar de trabajo ergonomicamente bien resuelto. 
El edificio se caracteriza por la gran superficie acristalada que cubre la 
fachada sur y la combinacidn de superficies acristaladas y de grandes 
muros en las fachadas norte, este y oeste. La cubierta circular se abre 
al sun aprovechando al maximo el calor y la iluminacidn naturaies. El 
disefto del edificio permite aprovechar la energi'a solar a traves de las 
fachadas, lo que supone el 50% del total de la energi'a destmada a 
calentar el edificio. Un eficaz sistema de contention del calor reduce el 
gasto energetico. En verano, el edificio se ventila mediante unas lamas 
de ventilacion situadas en las fachadas sur y oeste. Las ventanas del 
edificio se pueden abrir, lo que permite prescindir del aire acondiaona- 
do. La presencia de gran cantidad de plantas y la cuidada seleccion de 
los matenales, en su mayon'a naturaies. proporcionan al edificio una 
atmosfera agradable. 

La organizacion interna del edificio resulta en una planta abierta. 
Elementos de almacenamiento de madera hacen las veces de division 
entre ios distintos espacios de trabajo individuales. aunque en la planta 
baja y las zonas ajardinadas las oficinas se distribuyen en un espacio 
diafano. Cada oficina cuenta con persianas que permiten que los traba- 
j adores regulen la luz natural segun sus necesidades. Desde un punto 
de visia organ izativo, esta distribution del espacio permite una adapta- 
tion sencilla y flexible del mismo para distintos usos. El area ajardmada 
sigue la misma filosofia del edificio; las superficies son abiertas, se ban 
mantemdo la mayon'a de los arboles exislentes y se han plantado nue- 
vos arboles frutales. La conexidn entre el interior y el exterior es total. 



158 



D □ □ 
□ D n 



m 



D D 



B 



Norfh elevation / Alzado norte 
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South elevation / Alzado sur 
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A 5 KW photovoltaic cell has been 
installed on I he glazed surface of the 
south facade. II transforms solar 
energy into electrical energy, consid- 
erably reducing the energy consump- 
tion of I he building. 

En la superfine de cristal de la 
fachada sur se ha instalado una 
eelula fotovolta'ica de 5 Kw. Esta 
transforma la energi'a solar en 
energfa electrica, reduciendo con- 
siders blerrtente el consumo ener- 
getico del edifioo. 




Basement lloor plan / Planta sdtano 




First floor plan / Primer ,3 plants 




Second lloor plan / Segunda planu 
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Third lloor plan / Fencer, i \ 
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Fourth floor plan I CuarU plants 
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The large south facade and Ihe glazed surfaces of Ihe 
easl and wesl facades are clad in glass panels that trans- 
form Ihe light falling onto them into heat. The ventilation 
slats of Ihe south and west facades ensure good air con- 
dilioning throughout the year. 

La gran fachada eur y las superficies acrrstaladas de 
las fachadas esle y oesle estan revestidas de pane- 
les de costal que transforman la luz que incide 
sob re el las en calor Las lamas de ventilacion de las 
fachadas sur y oeste aseguran una correcta climali- 
zacion durante todo el ai 
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West elevation / Alzado oeste 




Winter ventilation system / Sistema de ventilacion en irwierno 
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Summer ventilation system I Sistema de ventilation en verano 
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Subtropical plants have been placed generous- 
ly all over the building and improve ihe quality 
of the air and the air conditioning. Trie irrigation 
system works by means of sprinklers that are 
supplied by rainwater, which is also used in the 
bathrooms. 

Se han distnbuido generosamente por el 
edificio plantas subtrapicales que me|oran la 
calidad del aire y contnbuyen a una mejor 
dimatizacion del ambiente. El sislerna de 
riego funciona mediante aspersores que se 
ahmentan con el agua de la lluvia. la misma 
que se utiliza en los aseos. 
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Technical details / Ficha Lecmea 



Architect / Arquitecto: 

LOG ID (Prof. Dieter Schempp, Fred 

Moil ring. Theo Boss : Win fried Klimesch 

Prayed I Proyecto: 

BGW Administration Building 

Collaborator / Colaborador: 
Helmut Roos (BLiro Hoist) 

Location / Localization: 
Dresden. Germany 

Area / Superficie: 

2,340 sqm 
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Randy Brown 

l20Blo Office Building 
& John Luce Company 



Omaha, USA 



Photographs: Farshtd Assassi 



For the 120B-L-O office building, the architect chose a design that chal- 
lenged the traditional aesthetics of this type of building. Traditionally, the 
architectural value of these buildings is concentrated in a striking facade, but 
the constant reiteration of this strategy has led to a weak uniformity. The 
uncertain forms of this scheme, however, cannot be explained on the basis 
of the criteria used for a traditional office building. It is a scheme that needs 
to be interpreted, whose open character allows for several readings 
It is an aggressive complex composed of two buildings whose powerful inter- 
action with the environment - a very busy area of the city - arouses the 
attention of the public. The objective of the design is to respond to a client 
brief that is opposed at all levels to the prevailing unifying tendencies. The 
role of the building in its urban context, its formal expression and its interior 
help the visitor to understand the design. The space is revealed to the visi- 
tors as they progress through it. It is not an immediate impact, but a gradual 
discovery. Perhaps this building challenges the established norms, but it was 
necessary to take a risk. 

The headquarters of John Luce Contractors, a company of contractors and 
highiy qualified craftsmen, is located inside a metal capsule. The building 
was designed to be sited anywhere, regardless of the environment. The 
design did not take into account spatial criteria, but programmatic ones. 
Instead of playing with preconceived ideas based on the existing space, the 
architect decided to concentrate on the future use of the space and on the 
experience of the space itself. The character of the space is highly vertical 
The client brief led to the incorp oration of a mezzanine whose presence cre- 
ates a sensation of discontinuity between the lower and upper levels. The 
design aims to connect these two levels in order to achieve a balance 
between duality and individuality. 



Para el edilicio de oficmas 1 20Blo, el arquilecto planted un proyecto 
que desafiara la estettca traditional de este tipo de construct: i ones. 
Tradicionalmente. el valor anquitectomco de estos edifioos se con- 
centra en una fachada impactante. pero la constante reiteration de 
esta estrategia ha resultado en una uniformidad debilitadora. Las for- 
mas indeterminadas de este proyeclo, sin embargo, no se pueden 
explicar a partir de los criterios utilizados para un edificio de oficinas 
traditional. Se trata de un proyecto que necesita ser interpretado. 
cuyo caracter abierto permite varias lecturas. 
Se trata de un complejo agresivo compuesto por dos edificios cuya 
potente mteraccidn con el entorno -una zona de la ciudad muy con- 
cuinda- despierta la atencion de publico. El ob|etivo del proyecto es 
dar nespuesta a un programa que se opone, a todos los niveles, a las 
tendencias unificadoras imperantes. El papel del edificio en su cantexto 
urbano, su expresion formal y su interior ayudan al visitante a com- 
prender el proyecto. El espacio se revela al visitante segun este avanza 
y lo recome. No se trata de un irnpacto inmediato, sino de un deseu- 
brimiento gradual. Puede que este edificio desaffe las normas estableci- 
das. pero era necesario arriesgarse. 

La sede de John Luce Contractors, una compania de contratistas y 
artesanos altamente cualificados, se ubica en el interior de una capsula 
de metal. El edificio ha sido disefiado para ser emplazado en cualquier 
lugar, independientemente de su entorno. El diseno no ha contempla- 
do criterios espaciales, sino programaticos. 

En vez de jugar con ideas preconcebidas a partir del espaoo existente, 
el arquitecto decidio concentrarse en el futuro uso del espacio y en la 
experience del espaoo mismo. El caracter del espacio es eminente- 
mente vertical. Las necesidades programaticas del cliente. condujenon a 
la mcorporacidn de un mezzanine cuya presenoa crea una sensacidn 
de discontinuidad entre los niveles inferior y superior El diseno persi- 
gue co nectar estos dos niveles a fin de lograr un equilibrio entre duali- 
dad e individualidad. 
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First floor plan I Rr imei a planla 





First floor plan / Pnrnera planta 

1 Entry / Acceso 

2 Reception /Rc(.-j|.»jur:i 

3 Office ,' Ol ■ 

4 Secretarial / Admini5iriicidn 

5 Conference / Sala de reunioncs 

6 Work-kitchen / Cocm.i 

7 Library I BibJioteta 

8 Open lo below /Vmio 

9 Restroom / Ser«cios 



Ground floor / Planta baja 

1 Entry I Acceso 

2 Reception / Reception 

3 Office / Olicifia 

4 Secretanal/Admini^r.Kion 

5 Conlerence / Sala de reuniones 

6 Work-kitchen / Coo'ra 

7 Library I Bitalroteca 

B Open lo below fv.ic id 

9 Restroom / Services 





The scheme was inspired by the desire to create 
a tense, dynamic space. The sloping walls, the 
overlapping of volumes and the interplay ol dif- 
ferent heights create a stimulating work space 
that is very different from mat of Ihe traditional 
office building. 

En la conception del proyecto ha prrmado la 
voluntad de otorgar al espacio dinamismo y 
tension, La inclination de algunos paramen- 
tos verticales. la superposition de volumenes 
y los juegos entre diversas alturas contribu- 
yen a eonformar un entomo de trabajo esti- 
mul-inte. alejado de la idea traditional del 
edificio de oficinas. 
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Technical details / ficha tecnica 



Architect / Arquitecto: 
Randy Brown Architects 

Proyect / Proyecto 
120 Bio Office Building 

Location / LocalizadrJn: 
Omaha. NE USA 

Area / Superficie: 
929 sqm 
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1 1 Receplion area / Reception 

\2 Work station I Espacios de trabajo 

;3 Conference room I Sala de reunion 

:4 Reslroom / Servicios 

;S Mechanical / Cuarto de maquanas 

<& Break room / Sala de descanso 

[7 Private oHice I Ofcina pnvada 




Lower door p!an I Planta baja 






1 Receplion area / Reception 

2 Work station / Espanos de trabap 

3 Conference room / Sala de reuniones 

4 Restroom / Servioos 

5 Mechanical / Cuarto de miqjinas 

6 Breafi room / Sala de dexanso 

7 Privale Office / Oficma orwada 




Upper floor plan / Pnmera p! 





Sections / Sect tones 
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The brief was developed on two levels. 
From the reception or Ihe ground floor, a 
wooden staircase with a metal handrail 
leads to the upper level where the work- 
shops are located. A mezzanine was added 
to fulfil the client brief and to create discon- 
tinuity between the two floors. 

El programs se desaiTolla en dos niveles. 
En la planta baja, la recepoon da paso a 
una escalera de madera con barandilla 
metalica que conduce al nrvel superior; 
donde se encuemi an los distintos talle- 
res. Se ha anadido un piso entresuelo 
que cumplc con la-; necesidades progra- 
rrtaticas del clients y crea una disconti- 
nuidad entre las dos plantas. 




Sections / Secciones 
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Goussee & Goris Architects 

STEDEC 



Rumbeke, Belgium 



Photographs:VERNE photographs 



Apart of a 19th century textile factory within walking distance of the town cen- 
tre of Ghent has been converted into an architect's office. Volumes with differ- 
ent shapes and programmes have been placed in the space. The first o( the 
three volumes consisls of the public area with meeting room and toilet facili- 
ties. A large, pivoting panel gives access to a meeting room with a view of the 
internal street. The provision of all-round glazing under the acoustic ceiling 
results in spatial continuity with the surrounding spaces. 
A section through the first volume gives access to the drawing studio via three 
steps and a full-height door. The second volume has been constructed in such 
a way that the architect's model room is not immediately apparent. A large 
opaque glass wall along the entrance area of the neighbouring apartment pro- 
vides filtered daylight. This volume contains a dual-level services area. Above, 
there is an archive room reached by a staircase, and below, behind a pivoting 
door, there is a storeroom for building samples and the heating room 
The third volume in the furthest comer of the building forms a closed office. 
The walls of the office have been placed in such a way that the series of cast 
iron columns stands Iree of the walls. This also immediately creates a greater 
feeling of depth. The drawing studio is situated in the area of tension between 
the three volumes. Along one side it looks out over the internal street, while 
the other side looks onto the city park. The studio has been conceived as a 
flexible space with possibilities for expansion. The original windows, which 
were still present, have been retained and restored. 
On the city park side, along the nineteenth-century belt around the cily centre, 
the bricked-up window areas have been opened up an new steel windows 
have been fitted. These have been placed behind the window openings along 
the inside of the wall, so that they have the effect of large paintings on the 
inside and of large empty openings in the external brick wall on the outside. 
The floor level has been raised across the greater part of its surface. This 
intensities the relationship between the internal space and the 19th century 
city belt with its adjacent park, while in the interior it also creates a delimitation 
between the public and private zones. In addition, all the channels for warm air 
heating and all the data cables are accommodated in this raised area. 
The materials used are Italian terrazzo on the ground floor, and a wooden floor 
in French pine on the first floor. 

The old windows have been sandblasted and treated with grey zinc paint, and 
the existing cast iron structural features and walls have been painted white. 



Parte de una fabnea texrtil situada cerca de Gante se ha convertido en 
un despacho de arquitectura. En este espacio se han insertado distin- 
tos volumenes. formas y programas. El pnmero de los tres volumenes 
alberga las zonas publicas, con la sala de reuniones y los aseos. Un gran 
panel pivotante, tres escalones y una puerta dan acceso al estudio. 
El segundo volumen se distribuye de tal modo que el taller de maque- 
tas no se percibe a simple vista. La luz natural se filtra al interior a tra- 
ves de un gran panel de vidrio opaco dispuesto en la zona de acceso 
del apartamento contiguo. En este cuerpo se ubica una doble zona de 
servicios; el nivel superior alberga el archivo, a I cua! se accede por una 
escatera, mientras que en el nivel inferior tras una puerta basculante, 
se encuentran un almacen para las muestras de materiales de cons- 
truce ion y el cuarto de la caldera. 

El tercer volumen. en el extremo mas alejado del edificio. forma una 
oficina cerrada. Columnas de hierro Tundido se alejan de las pa redes, 
aurnentando la sensaci6n de profundidad. El estudio esta situado en 
una zona de tension entre los tres cuerpos. Una de sus Fachadas domi- 
na sobre la calle interior: mientras que la otra se abre a un parque. 
El estudio se concibe como un espacio flexible con muchas postbilida- 
des de ampliacion. Las ventanas originaies se han restaurado. 
En la Fachada del I ado del parque, que se alza Frente al anillo de cons- 
trucaones del siglo XIX. se han instalado ventanas de acero en los 
vanos anteriormente tapiados. Estas ventanas se han dispuesto en la 
parte interna de los vanos, creando el efecto de grandes pinturas 
desde el interior del edifico y de aberturas desde el exterior En la 
mayor parte de la planta se ha elevado el nivel del solado, una solu- 
cion que intensifica la relacion entre el interior del edificio y el cinturon 
urbano del siglo XIX con su parque adyacente. Las direrencias de nivel 
crean tambien una delimitacion entre las zonas publtcas y las privadas. 
Bajo el solado elevado se ocultan los canales de la calefaccion y las ins- 
talaciones para los sistemas informaticos. 

Los materiales empleados son rriuy simples: el solado de la planta ba|a 
se ha realizado con terrazo italiano, mientras que el del primer piso es 
de mad era de pi no. Las ventanas se han pulido y tratado con pmtura 
de zinc gris, mientras que la estructura original de hierro y las paredes 
se han pintado de bianco. 
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Elevation / Alzado 




One facade of (tie building opens onto one ol the 
interior streets of the complex, whereas the other, 
clad in brickwork with large steel windows, laces 
a park surrounded by 19th-century buildings. 

Una de las fachadas de este edificio se abre 
a una calls interior del complejo. rnientras 
que la otra, realizada en obra de fabric;) y 
con grandes ventanas de acero, se alza fren- 
te a un parque rodeado de construccionct 
del siglo XIX. 
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This architecture office is located in an mdustr 
at complex I hat operates as if 1 1 were a city, wit 
its own streets, accesses and buildings 
Located in the centre, Ihis building has thre 
externa! walls that provide good natural lighfin 
through large glass panels. The iron slructur 
and the walls and columns were painted whit 
to make (he space brighter. 

Este despacho de arquitectura se encuerrtr 

en un complejo industrial que funtiona com 
51 fuese una ciudad. con callcs. accesos y edif 
cios propios. Situado en el centra del mismt 
este edifice Uene tres mures extemoi por Ic 
que penetna gran canttdad de luz 
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Ground floor plan / Planta ba|a 
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Firsi lloor plan / Planta pnmera 




Big windows allow natural light to flow inside the 
building. Both the metal ic structure and the walls 
and columns have been painted white so as to 
oreale a brighter, cleaner space. 

Grandes paneles de cnstal permrten la entra- 
da de luz natural en el interior; Tanto la estmc- 
tura de hierro como los paramentos verticales 
y las column as se han pintado de bianco para 
confenr mayor lummosidad al espacio, 
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Technical details / Ficha tecnica 



Architect / Arquitecto: 
Coussee & Goris architects 

Prayed / Prayecto: 
STEOEC 

Location / Localization: 

Rumbeke, Belgium 

Master builders / Aparejadores: 
Ghelamco contractors 

Area / Superfine: 
31 1 sqm 



Helfand Myerberg Guggenheimer 

Architects' Office 



New York, USA 



Photographs: Paul Warchol 



Representing the first collaboration of a new design partnership, the renovated 
6,000 square feet. 1 3 foot-high industrial loft space, located in Soho, embod- 
ies the design principles of the firm: functional architecture rooted in the tradi- 
tions of modernism that exploits simple geometry and ordinary materials to 
poetic effect. The programme called for 30 workstations, with extensive tech- 
nical and material libraries, production areas and meeting spaces o) various 
sizes. The result is an office design which synthesises a lively, humane work- 
ing environment while providing many different kinds of experiences, from 
private endeavour to group collaboration. 

Slotted cleanly into the tall industrial space, new elements are simply and 
crisply expressed. Ordinary matenals are used or finished in unexpected 
ways, animating and enlivening the straightforward layout. The free standing 
wall set parallel with the line of existing Corinthian columns demarcates 
entrance and support spaces from more general working areas and provides 
a remarkably effective sound sink, creating a tranquil and quiet working envi- 
ronment. Workstations and partitions are created from panellised oriented 
strand board (OSB). finished with aluminium dust. Recycled ground rubber 
sheeting is used to clad the production screen walls, providing additional 
sound absorption and tack space. Existing strip flooring is given a luminous 
finish with bronze dust embedded in polyurethane. 
Individual workstations are clustered together in four person pods, strung 
along a row of north-facing windows, The space between the workstations 
and dividing wall becomes a processional gallery for models and project 
material, leading to a large conference room at the elbow between the two 
wings. Partners' offices are organised behind a corrugated screen of shimmer- 
ing translucent plastic panels that run perpendicular to the main dividing wall. 



La remodel aci on de este espacto industrial del Soho de Nueva York, el 
primer proyecto del estudio Helfand Myerberg. smtetiza los principios 
esteticos y de diseno de la firma: una arquitectura funcional enraizada 
en las tradiciones de modermsmo que, mediante geometries simples y 
matenales coiidianos. consigue un efecto poetico. El programa reque- 
rfa 30 mesas de trabajo, bibliotecas de tecnicas y de matenales. areas 
de producci on y salas de varias dimensiones. El resultado: un entorno 
de ti al i ijo vivo .<■ humano cuyo disefio Savons <■ experieni ras de divai 
sos tipos. desde la miciativa privada a la colaboracion en grupo. 
Netamente encajados en este espacio industrial, los nuevos elementos 
se expresan de modo simple y limpio. Materiales ordinarios con usos y 
acabados inesperados animan y otorgan energfa al claro trazado. Una 
pared independiente, que se aiza paralela a la li'nea de columnas corm- 
tias originates, separa los espacios de entrada y apoyo (biblioteca prin- 
cipal, espacio de reuniones, produccion) de las zonas de trabajo mas 
generales y contribuye a absorber el ruido de un modo muy efkaz. 
creando un ambiente tranquilo y calmado. Las mesas de trabajo y los 
paneles dtvisonos se ban realizado con tabtas de OSB acabado con 
polvo de aluminio. Se ha empleado caucho rectclado para el revestt- 
miento de los paramentos verticales del area de produccion. un mate- 
i m! que ofrw e una absorctcjn del ionido suplementaria y i onstrtuye 
una superficie muy ulil para colgar proyectos. Para que el entanmado 
original ganara luriiinosidjd.se acabo con poliuretano con incrustacto- 
nes de polvo de bronce. 

Las mesas de trabajo individuates se agi"upan de cuatro en cuatra, dis- 
puestas a lo largo de una hilera de ventanas onentadas al norte. El 
espacio entre las mesas de trabajo y la pared independiente, que hace 
las veces de espacio de circulacion por donde desfilan proyectos y 
maquetas. conduce a una amplia sala de reuniones situada en la inter- 
seccion de las dos alas. Las oficmas de los socios se organizan tras una 
papilla de paneles de plastico ondulado translun- ■ 
pendicularmente al muro divisorio principal. 
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Floor plan / Plants 





1 . Entrance - reception / Acceso - reception 

2. Partners' conference / Sala de reumones de Ids sooos 

3. Partners' office / Despacho de los vauos 

4. Workstation / Area de trabajo 

5. Production / Taller 

6. Main library / Biblioleca principal 

7. Small conference 1 Sala de reuniones pequefia 

8. Large conference I Sala de reuniones principal 

9. Material library / Biblioteea de materiales 

1 0. Annex production / Taller anexo 

1 1 . Annex workstation / Area de trabajo anexa 



A composite panel conceals the work area from 
visitors and defines a circulation space Ifiat leads 
to the secondary wing by way of the workshop, 
the main library and Ihe small meeting room. 

Un paramento vertical de labia de particu- 
lar oculta la zona de trabajo al visftante a la 
vez que define un espacio de circulation 
que, pasando por el taller, la biblioteea prin- 
cipal y la sala de reuniones pequeria con- 
duce al ala secundaria 



A series of four benl sleel plate conference 

tables spanning from a single square to 1 '/,, 2 
and 2 '/: limes the length, explore Ihe geometry 
of intersecting plates required to support the four 
different rectangular tops. 
Tfie pull for the pivoting glass panel at the entry, 
a folded bronze scale model of the office floor 
plan, furnishes direct contact for each visitor with 
the conceptual design. 

Cuatro grandes mesas de conference reali 
zadas en plancha de acero dobfada. y cuyas 
dimensions parten de las de un cuadrado 
que va aumentando en una progresion I % 2, 
27). exploran las geomelrias de los pianos 
que. en mterseccibn, sostienen los eustro 
sobres rettangulares. El tirador de la puerta 
de cnstal del vestibule realizado en bnonee 
doblado es. en realidad. una planta a escala 
de la oficina, y propicia el contacto directo 
entre el visitante y el concepto de proyecto. 
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Details of the door pull / Dcullcs del urador de la puerta 
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Detail of benl steel tables / Despiece de las mesas de acero 





The scheme expressed a prevailing desire 
integrate all (he spaces without losing Ihe ns 
essary independence of Ihe work area. One 
Ihe solutions consists in using lightweight e 
ments to separate Ihe areas. Panels ot trans 
cent corrugated plastic separate the offices 
the partners and allow natural light to filter ir 
to the rest of the studio. 

En el proyocto ha pnmado Id voiunUid i 
integral - todos los cspacios sin por ello ps 
der la indepenetencia ncccsana en tot 
en tor-no etc trabajo. Una de Ia5 solution 
■ ■ 'if. i- be en utilizar dementos ligcras para 
separation de ambientes. Paneles de plastii 
ondulado translucido limilan Ins oficinas < 
los socios y permilen que Id hi natural se 
tre at resto del estudio. 



Technical details / 1 icha t&nica 

Architect / Arq , ■ 

Helfand Myerberg Guggenheimer 

Proyect/I-Yoyeao: 
Architect's Office 

Location / L oca liza c ion: 
New York, USA 

Master builders / Aparejadores: 

Taocon Inc. 

Area / Superfi ie 

650 sqm 
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Resolution: 4 Architecture 

Thunder House Offices 

New York City, USA Photographs: Peter Mauss / Esto 



When Ben Franklin set oul to prove that electricity could be channelled from 
the sky. he used a small wooden model and called it the House of Thunder. 
The online marketing and communications company, Thunder House, 
describes itself as "a convergence of different attitudes and sensibilities. These 
varied sensibilities create a dynamic atmosphere where whatever moves 
through is the result of not one individual but the influence of many." 
Located in New York's Chelsea neighbourhood, Thunder House's new office 
space occupies the top floor o( an old loft warehouse. Currently employing 
nine people and expected to grow to 35 employees within two years, the 
Internet department required a design solution capable of sustaining rapid 
growth and an overall design/construction process of only ten weeks. 
Decisions were made not only in adherence to the tight budget and schedule, 
but also to articulate the convergence of creative ideas. 
Sky lit from above, an entry portal of corrugated metal and translucent 
panels provides a transition between stepping oft the elevator and through 
the oversized pivoting "front" door. Private offices occupy the north end of 
the loft and house the account management. They have doors and side- 
lights of translucent structural acrylic for acoustical privacy. Defined by the 
width of the skylights, a series of low partitions create an envelope wrap- 
ping the perimeter and define semi-private offices for the creative depart- 
ment, The resulting open communal space has overhead linear drawings 
and a custom undulating Baltic birch table weaves its way around columns, 
knitting together the work area that accommodates web site production. 
Designed to literally "link" ten people, it seats web designers and the 
receptionist. A conference zone is defined by overlapping lycra panels, 
stretched to create an ephemeral volume with visual privacy. This is where 
the channelled creative energies culminate in presentations to clients. 
Ben Franklin built his thunder house to prove that electricity could be chan- 
nelled from the sky. This Thunder House is an interactive energy responsible 
for creating electrifying Web sites, interactive media campaigns and marketing 
programmes for high energy clients. 



Cuando Ben Franklin quiso demostrar- que la electricidad se podia cana- 
lizar desde el aelo, utilizo una pequena rnaqueta de madera y la llamo 
La Casa del Trueno. La ernpresa de connunicaciones Thunder House se 
define como "una confluencia de distintas actrtudes y sensibilidades que 
crean una atmosfera dinaVnica y cuyos resultados no son fruto de un 
solo individuo, sino que nacen de la influencia de varios". 
El nuevo espacio de oficinas de Thunder House ocupa la planta supe- 
rior de un antiguo loft en Chelsea. Nueva York, En la actualidad, el 
departamento de Internet lo componen nueve personas pero como 
se ha previsto su ampliacion a 35 empleados en el plazo de dos 
anos, se decidid buscar una solucion de diseno que se pudiera adap- 
tar a este rapido crecimiento y cuyo proyecto y construction pudie- 
ran llevarse a cabo en tan solo diez semanas. El proyecto se ajusta 
no solo at presupuesto y al calendario previsto, sino que tambien 
permite la convergencia de ideas creativas. 

Hum mad o cenitalmente. Un portal de acceso compuesto por plancha de 
metal ondulado y por panefes translucidos hace las veces de espacio de 
transicion entre la salida del ascensor y la enorme puerta pivotante de 
acceso. Las oficinas privadas, que albei-gan el departamento de cuentas, 
ocupan el extremo norte del loft Estas oficinas tienen puertas y venta- 
nas laterales de structural aenlico translucido, que favarecen el aislamien- 
to acustico de estos espactos, Una serie de divisiones de baja altura, 
marcadas por la anchura de los lucernanos, crean un envoltorio que 
rodea el espacio penmetralmente. dando lugar a las oficinas semipriva- 
das del departamento de creatividad. El espacio comun, de caracter 
abierto, esta definido por dibujos geometricos y una mesa de abed u I del 
Baltico. diseriada por encargo. que serpentea alrededor de las columnas 
y enlaaa las areas de trabajo que acomodan el departamento de pro- 
duction de paginas web. Disenada para, literalmente, "conectar" a diez 
personas, la oficina aloja a disenadores de paginas web, y a los receptio- 
nistas. Unos paneles de lycra superpuesios, como pantallas, definen la 
zona de reuniones. El espacio resultante. donde las energi'as creativas 
canalizadas culminan en la presentation a los clientes, auna la privacidad 
visual y un caracter marcadamente effmera. 

Ben Franklin conslruyd su casa del trueno para demostrar que la electri- 
cidad se podia canalizar desde el cielo. Esta Thunder House es una ener- 
gi'a interactiva responsable de la creation de eledrif cantes paginas web, 
campahas interact iv, is on diversos medios de comunicaoon y proyectos 
de marketing para clientes de alto voltaje. 
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The work table is the most oulslandini 
element in the inlervenlion, in which thi 
structure of beams and columns has beei 
left exposed and the parquet lloor ha 
been conserved. 

The space maintains ils original spirit c 
industrial connotations thanks to a skilfi 
distribution of the space and the mmimur 
use of partitions. 

La mesa de trabajo es el elemento ma 
destaeado de la aciuacidn, en la que si 
ha mantenido a la vista la estruciura di 
vigas y columnas.y se ha conservado <. 
entanrnado del solado. 
El espaao mantienc su cspfniu origi- 
nal, de resonancias industriales, gracia; 
a una habit distribution del espacio y 
at uso mi'nimo de particiones. 



Sketch of the work table / Boceto de b mesa de trabajo 
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Technical details / Ticha tecnica 



Architect/ Ar-quitctto: 
Resolution: 4 Architecture 

Proyect / Proyecto: 
Thunder House Offices 

Collaborator / Colaborador: 

Gisela Strom eye r 

Location / Localizacidn: 
New York City. USA 

Master builders / Apare|adores: 
Monumental Construction CO. 

Area / Superficie: 
465 sqm 




W11 



Sidnam Petrone Architects 

Executive Offices for America Online 



New York Cily, USA Photographs: Michael Mo ran 



The scheme for the offices of America On Line, designed by Sidnam/Petrone, 
combines simplicity, lunctionality and lyricism. The activity of the company 
conditioned the spirit of the design: physical presence, proximity and interac- 
tion. The space was articulated following two guidelines: communication and 
versatility, A large central forum would act as a meeting place for the 
employees and the clients, and a space for presentations and leisure activi- 
ties. The possibility of making future changes in the distribution of the ele- 
ments was also a requirement. The third decisive factor was the limited 
budget. The objective was to demonstrate that the company would rather 
invest in services than in the creation of an expensive corporate image. 
The space, of almost 1500 sqm, is divided into two areas, public and private, 
each of which can be illuminated or darkened thanks to the combination of 
the lighting systems and the construction materials. Two slightly curved walls 
with a coffered wooden structure clad in perforated metal panels conceal the 
offices and the work tables from the view of the clients and visitors. Thanks 
to the curved contours, according to the ever-changing lighting conditions 
the panels that act as walls appear opaque or transparent. 
When they started the conversion, the architects found a greenhouse that 
extended about 30 meters from the frame of the building to the lift and was 
not part of the original structure. This volume could not be incorporated into 
the main structure, For the moment, it has been conserved as a circulation 
space, reinforced and clad with translucent Lumasite panels. 
The offices were distributed around a 7.3 meter high atrium, as if it were a 
forum. This almost circular distribution of the work space favours visual 
contact between the members of the company. An original spiral staircase 
that formerly led to a water tank has also been clad in silver-finish metal 
plate. This staircase now leads to a room for informal meetings that enjoys 
extraordinary views of the city. 

In the conversion the parquet was replaced, structural modifications were 
made, a new heating, ventilation and air conditioning system was installed 
and the electrical installation was replaced. 



El proyecto para las oficmas de America On Line, realizado por e! 
estudio Sidnam/ Pet rone, consigue aunar simplicidad. funcionalidad y 
lirismo. La actividad de la compani'a condiciono el espi'ritu del diseno: 
presencia fisica, proximidad e interaccion. El espacio se articulo 
siguiendo dos directrices: comunicaeion y versatilidad. Se trataba de 
crear una gran plaza central que funcionara como un lugar de reu- 
nion tanto para los trabajadores como para los clientes, y donde se 
pudieran reatizar presentauones y actividades extra la bo rales. El pro- 
grama tambien debi'a permitir futures cambios en la distnbucion de 
los elementos. El tencer factor decisivo fue el presupuesto limitado. El 
objetivo era demostrar que la comparVa prefiere invertir en servicios 
que en la creacion de una costosa imagen corporativa. 
El espacio, de casi 1 .500 m', se divide en dos zonas: publica y privada, 
cada una de las cuales se ilumina u oscurece gracias a la combinacidn 
de los sistemas de iluminaaon y los matenales const ructivos. Dos 
paramentos verticales ligeramente curvos con estructura de artesona- 
do de madera y revestidos con planchas de metal perforado ocultan 
las oficmas y las mesas de trabajo de la vista de los clientes y visitantes, 
Gracias a los contornos curvos, y segun las condiciones de iluminaaon. 
si em pre cambiantes, los paneles que hacen las veces de paramentos 
verticales parecen opacos o transparentes. 

A I miciar las reform as, los arquitectos se encontraron con un invema- 
dero que se extend fa unos 30 metros desde el armazon hasta el 
ascensor y que no formaba parte de la estructura original; este volu- 
men no se pudo mcorporar a la estructura principal. De momento, se 
ha conservado como espacio de circulacion, reforzado y revestido con 
paneles trans tiki dos de Lumasite. 

Las oficinas se han dispuesto alrededor de un atrio de 7.3 metros de 
altura, como si de un faro se trataran. Esta distnbucion casi circular del 
espacio de trabajo favorece el con tact o visual entre los miembros de 
la empresa. Una escalera de caracol original que antiguamente condu- 
cfa a un tanque de agua se ha revestido con una plancha de metal 
tambien plateada. Esta escalera conduce ahora a una saia para reunio- 
nes informales que disfruta de vistas extraordinarias de la ciudad. 
En la remodelacion se reemplazo el entarimado. se realizaron modifi ca- 
ciones estructurales, se instate un nuevo sisterna de calefaccidn, ventila- 
cidn y aire acondicionado y se renovo la instalacion electnca. 
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View looking easl through main space / Visia at este a traves, del espacio central 



View looking shoutheast at Stair /Vista de la escalera al sudeste 
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In the alnum the archiiecls designed two genily 
curved wood frame waits faced on one side with 
perforated metal panels. Because these walls are 
always at a slight angle when viewed from the 
atrium space they obscure Ihe office operations 
Irom visitors and clients as Ihey enter ihe space. 

Para el atno los arquitectos disenarom dos 
paramentcw vertical ligeramente curvos. En 
uno de los lados.la estructura de madera esta 
revestida de planchas de metal perforadas. 
Estos paramentos, vistos desde el atno. Tor- 
man siempre un ligero angulo y oculUn la 
zona de olicinas a los visitantes y dientes. 
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Lower level / Planui bap 



Mezzanine / Ahillo 
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East-wesl long section / Section longiludrnal este-oeste 






Cross sections / Secoanes tr.insvers.iles 





The materials used in the conversion reinforce the image 
that it was wished to transmit to (he clients: dynamism, 
proximity and freshness, The combination of wood, glass 
and metal otters imaginative solutions for a limited budget. 

Los rnateriales empleados en la remodelacidn. refuer- 
zan la imagen que queria transmits cl clients dina- 
mismo, proximidad y fnescura. La combination dc 
madera, vidno y metal ofrece soluciones im^ginatwas 
para un presupumo limiiado. 
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Technical details / Ficha Iccmca 
Archited / Arquitecto: 

Sidnam Petrone Architects 

Proyect / Proyecto: 

Executive Offices for America Online 

Location / Localizacion: 
New York City, USA 

Master builders / Apareiadores: 
Raoerl Silman Associales 

Electricity & Instalations / Eleancidad e 

Instalaciones 

Cosentini Associates (mechanical) 

Area / Supeiiicie: 
1487 sqm 




Herzog a He Meuron 

Ricola Marketing Buildin 



La u fen, Switzerland 



Photographs: Margherita Spiluttini 



The new building is located in Ihe middle of a group of small-scale village 
buildings without any remarkable architectural qualities, Surrounding 
gardens, however with their hedges and trees, offered a wonderful 
environment for a transparent architecture relating inside and outside 
space. 

Instead of a multistory volume that would dominate the architectural 
landscape, the architects chose a low polygonal installation that fits into 
Rlcola's garden area like a pavilion, an architecture in which outer form 
and geometry did not immediately reveal themselves. One which, thanks 
to its turned-back facades, dissolves into single pieces Each piece has the 
distinct characteristic of either surrounding, reflecting, or projecting far into 
the building's interior a special site in the garden. 
The deep cantilevered roof can be understood as a symbol for the strategy 
utilised here of melting nature and architecture. Roof beams are made of a 
special plastic having variable give for assimilation to changing temperatures 
and the changing temperatures, (he rain and the weight of the snow. Plants, 
woven among the beams, form 3 hybrid natural-artificial construction which 
lends the building an ever-changing appearance in accordance with the 
passing seasons. Ivy provides for basic green throughout the year between 
the beams. The leaves of other plants -wild wine, for example- are only visible 
during the summer months and help to prevent too much sun from penetrating 
the glass facades 

Inside, the building is planned as a single, cohesive, open space that 
offers, for the most part, a transparent office landscape on two floors. The 
large staircase in the middle of the building is simultaneously a connecting 
element, meeting place and auditorium. The building is equipped with 
facades of pure glass throughout, with a few wall-height sliding doors. 
Thus actual spatial delineation is not static and may be changed according 
to need. Curtains mounted on three parallel runners allow users differing 
variables as to colour, transparency and view. 
Like its landscape design, the building's textile equipment is indivisibly 
bound to its architectural concept. In no way is it a more or less 
comcidential decorative element. Its conception demanded early and close 
co-operation with the landscape architect Kienast Vogt and with artists 
Rosmane Trockel and Adrian Schiess. 



La sede de Ricola esta emplazada en una zona de poca calidad 
arquitectonica, Los jardines que rodean el lugar, con sus setos y 
arboles. ofreci'an la posibiltdad de crear un entorno de trabajo donde 
interior y exterior establecieran un dialogo fluido. En vez de un 
volumen con varies pisos que dominara el paisa|e arquitectonico, se 
escogio una instalacion poligonal y baja que encajara en el jardfn .1 
modo de pabellon. Se ha conseguido asi un espacio donde las 
formas extenores y la geometria no se levelan facilmcnte: una 
arquitectura que. gracias a su fachada. se descompone en distmtas 
partes. Cada una de el las tiene la cararterfstica distintiva de rodeai; 
reflejar o proyectar en el interior del edificio una parte detemninada 
del jardfn. 

El techo, con su pronunciado voladizo. puede ser entendido como un 
si'mbolo de la estrategia utilizada para fusionar anquitectura y 

ileza ih: rteriaJ empleado para las vigas del techo es un p| 
especial que se adapta muy bien a las temperaturas cambiantes. a la 
lluvia y a I peso de la nieve. Las plantas, enroscadas en las vigas, dan al 
espacio una apanencia, entre natural y artificial, de continue mutacion. 
La hiedra proporciona el color basico a las vigas durante todo el ano. 
Las hojas de otras plantas -como la vina - solo son visibles durante e! 
verano y evitan la entrada excesiva de sol a t raves do la fachada de 
crista!. 

El interior del edificio esta constituido por un unico espacio abierto 
con vistas al exterior La escalera, siiuada en medio del edificio. 
funciona como punto de enaientro y auditono. II edificio esta 
equipado con fachadas de cristal y un par de puertas conederas. De 
este modo, la delineacion espacial no es estatica y se puede 
modificar segun las necesidades. 

Todos los materiales empleados para In construction y decoracidn de 
este edificio estan intimamente relacionados con su concepto 
arquitectonico. Los elementos decorativos no se escogieion al azai 
sino que nacieion de la colaboracidn de los arquitectos con el 
paisajista Kienast Vogt y los artistas Rosmarie Trockel y Adrian Schiess. 
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West elevation / Fachada oeste 
















South elevation / Fachada sur 
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Fifslfloof plan/i'i.irn.ifju- 




Ground lioor plan I Pla 
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Longitudinal section / Section longitudinal 
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Cross-section / Seccion transversal 
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The interior of (he building is conceived as a 
transparent space, with glass walls that evoke 
the glass lacade arid favour communication 
between the different members ol the lirm. 
Three layers of curtains mounted on parallel 
rails allow the interplay between variables of 
colour, light and views. 

El interior del edifido se concibio como un 
espacio transparente, con paramentos ver- 
licales de vidno que evocan la fachada de 
costal y favoreeen la comunicacion entre 
los distintos intcgrantes de la Hrma. Tres 
capas de corimds, monladas sobre guias 
paralelas, permiten el juego entre variables 
de color lie 









Technical details / Ficha tecnica 



Architect / Anquitectff 

Herzog & de Meuron Architekten AG (Ivo 

Sollberger) 

Proved / Proyecto: 
Ricola Marketing Building 

Collaborator I Colaborador: 
Mario Meier. Anna Wickenhauser 

Location I Localization: 
Laufen, Switzerland 

Master builders i Aparejadores: 

Ingenieurbtiro Helmut Pauli (structural 
engineering) 

Electricity & Instalations / Etectriddad 

e Instala iones: 

Herzog & Kull AG (electrical planning) 

Waldhauser Haustechnik AG (climate 

control design) 

BogeschiJtz AG (sanitary planning) 

Area / Superficie: 

1 ,406 sqm 

575 sqm (building area) 
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Zeilon & Partners 

Lowe Brindfors Advertisin 



Stockholm, Sweden 



Photographs: Ake E:son Lindman 



The objective of this conversion was to create a functional working environ- 
ment for the hundred employees of an advertising agency. The space available 
was an old coach house from the beginning of the century of considerable 
cultural value. Precisely due to the historical importance of the building, the 
local aulhorities stipulated that the conversion should not affect the original 
structure. Thus, the new building was conceived as a completely indepen- 
dent struciural insert interwoven into Ihe complex iron structure of the origi- 
nal space. With [his strategy it was intended to differentiate the new ele- 
ments from the old ones and thus respect the personality of the building. 
A transparent space with industrial connotations is Ihe nucleus of the new 
offices and evokes the spirit of the original space, a former building of the 
industrial revolution that has now been invaded by the flow of information 
and ideas of our era. This space has been divided both lengthways and ver- 
tically into three areas distributed from the most private to the most public in 
both character and function. Thanks to the organisation of the floor in differ- 
ent terraced levels and the distribution of the work areas, the employees can 
enjoy the views o( the surroundings. This distribution also facilitates visual 
contact between the members of the agency and the differentiation of 
spaces according to the different work groups. Storage spaces act as barri- 
ers belween the different levels. 

A glass volume houses individual offices tor employees who require a certain 
degree of privacy but must at the same time maintain visual contact with 
their colleagues. The lower level communicates directly with the terraced 
studio-workshop. The upper level is accessed by a ramp that is at the end of 
the meeting room, and is connected to the lower level by a staircase. This 
floor houses, at the rear of the entrance hall, the common areas such as the 
kitchen and Ihe library, which act as transition spaces between the public 
and private areas. The meeting room is a natural continuation of the last ter- 
raced floor that stretches around the glass volume, thus unifying the different 
spaces. The individual offices are accessed by Ihe long ramp. The sequence 
is completed with the management office and its corresponding reception 
area, with a staircase that leads directly to the entrance hall and the lower 
reception. The materials unify the different spaces and serve as a backdrop 
to the complex original slructure, thus reinforcing the contrast between the 
new and the old. 



El objetivo de esta remodelacidn era crear un entorno de 1 1 
funcional para ios den empleadas de una agenda de publiddad. El 

o del que se disponfa era una arrtigua cochera de pnncipios de 
siglo de considerable valor cultural. Debido pretisamente a la impor- 
tancia lustdnta del edifioo. la tut ■ aides locales exigieron que la 
reforma no afectara la estructura original. Asf, la nueva construction 
se concibid como una insercidn estructura! totalmente independien- 
le entretejida en la compleja tonstruccion de hierro del espacio ori- 
ginal. Con esta estrategia se pretendia liferent tos nue- 

os antiguos y raspetar asi la personalidad del edificio. 
Un espacio diafano. de resonancias fabriles. es el nucleo de las nuevas 
u lianas v evoca el espi'ritu del espacio original, un anliguo centra de 
la revolution industrial que hoy se ha visto invadido por el flujo de 
informacidn y de ideas de nuestra era. Este espacio se ha 
tanto longitudinalmente como verticalmentc en tres areas dispuestas 
de h i" ■:■ privada i la mas ptiblica tanto en caracter como en (un- 
do n. Gracias a una disposition de la planta en distmtos niveles ate- 
■ i : idos y a la distribution de las zonas de trabajo, Ios trabajadores 
pueden disfrutar de las vistas del entorno. Esta disposition l.iulu i tan 
bien el contacta visual entre Ios miembros de la agencia y la diferencia- 
cion de espacios segiin Ios diferentes grupos de trabaja Espacios de 
almacenamiento hacen las veces de barrera entre Ios diferentes niveles, 
Un volumen de cristal alberg.i oficinas indiv luali para aquellos tra- 
baiadores que requieren un cierto grado de irtiimidid pero deben, al 
mismo liempo, nnantener un contacto visual con sus companeros. El 
nivel inferior se comumca directamente con el esludio-taller ati 
zado. Al superior se accede median te una rannpa que se encuentra 
en el exlremo de la sala de reuniones, y se comunica con el nivel 

ior por unas escaleras, Esta planta alberga. en la parte posterior 
del vestibulo. las zonas comunes como la cocira y la biblioteca, que 
funcionan como espacios de transicidn entre Ios .imbitos publicos y 

! La sala de reuniones es una continuation natural de la ulti- 
ma planta aterrazada que se extiende alrededor del volumen de Cris- 
tal, unificando asf Ios diferentes espacios. A las oficinas individu.i i 
actede por la larga rampa. La secuencia se completa con la ofti 
direction y su correspondiente ansa de recepcion, con una escalera que 
i n h li ice directamente a la zona de vestibulo y recepc ion inferior 

.lies utilizados unifican Ios diferentes espacios y sirven de 
Leldn de fondo de la compleja estructura original, potenciando asi' el 

: te entre lo nuevo y lo antigi n ■ 
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All technical supplies including ventilation, elec- 
iricity. computer and telephone networking are 
supplied from underneath the ground door level. 
This enabled Ihe architects to preserve the origi- 
nal ceiling construction and its open character. 
Large mast-like structures stepping uniformily 
with Ihe terrace levels in Ihis open space pro- 
vide indirect lighting which illuminate the origi- 
nal structure above. 

Tbdas las inslalaciones (ventilation, electrio 
dad, lelefbma y red de ordenadores) se han 
ocultado baio el nwel de suelo, lo que per- 
mitid a los .irquitectos conservar la estnjctu- 
ra original del techo. Grandes eslructuras 
con forma de mastil, que siguen el ravel de 
las planus alerrazadas, favorecen la entrada 
de luz natural. 
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Ground floor plan / Plants baja 
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Production floor plan / Planta dc pnoduceion 
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Mezzanine floor plan /PUn 1 i 
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Longitudinal section / Section longitudinal 
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Cross-section / Section transversal 
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Technical details / Ficha tecmea 



Architect / Arquitecto: 

Jacob Zeilon 

Proved / Prayecto: 
Lowe Brindfors 

Location / Locaiizadon: 
Stockholm. Sweden 

Master builders / Apanejadores 

Waga Fasligheter 

Area/Superftde 
2.400 nr 




The library is articulated around a large table. 
The circular system of bookcases integrates the 
library in (he space between Ihe meeling area 
and the individual offices 
Left: a glass structure that houses Iwo office 
levels acts as a visual and acoustic filler betwe- 
en the transparent work space and the private 
meeting rooms at the opposite end ol Ihe circula- 
tion space. 

La biblioteea se articula alrededor de una 
mesa de estudio. El sistema de estanterias cir- 
cular Integra t.i bibtioteea en el espacio entre la 
zona de neuniones y las oflcinas individuates. 
Izquierda: una estructura de cnstal que ab|a 
dos ravcles de oficina hace las veces de (il 
Ira visual y sonoro en Lie el espacio do tra- 
bajo diatano y la irtimidad de las salas de 
reumones en el extiiemo opueslo del espa- 
cio de circulation. 
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MVRDV 




aVPRO 



Hilversum, The Netherlands 



Photographs: Christian Richters 



The VPRO has recently moved from ils old premises, a group of 13 villas. 
to the new "Villa VPRO". Compactness, given the present town-planning 
restrictions on the site, led to the "deepest" buildings in the Netherlands. 
Precision bombing produced serpentine-like patios in the building which 
allow the access of natural tight to be combined with views over the sur- 
roundings The result is an open-plan office where the difference between 
inside and outside is vague. 

The greenery that stood where the building now stands is replaced by a 
raised grass-covered roof under which lies a geological formation made up 
of the different floors. These floors are connected to one another by a vari- 
ety of spatial devices such as ramps, stepped floors, monumental steps 
and small rises, so providing a route to the roof. 
The technical facilities are hidden in the hollow floor, whose Spartan char- 
acter serves as a commentary on the addictive aspects of present-day air- 
conditioning installations. They are fed with air, data and electricity through 
semi-transparent shafts. The way the building has been materialised sug- 
gests the old villas: no lowered ceilings but a "real" ceiling: no prefabricat- 
ed walls but stone, steel, wood and plastic: no project carpet but Persian 
and sisal rugs. 



U productora de television VPRO ha trasladado su sede, reparuda enire 
I 3 villas antiguas. a la nueva "Villa VPRO". Esta actuadon no ha tandado 
en ser conocida como el espacio de oficirids mas "profundo" de 
Holanda. caracteristica que, en parte, se debe a las i-eslncciones uitiani's- 
i ,i la zona. Para compensar la densidad del espacio, mar- 
oado por la ausentia de largos pasillos. los arquitectos han distribuido 
por el edificio perforaciones estrategicamente dispuestas que forman 

sorpenlea ntes y que permiten que la luz del exterior y el paisaje 
mismo se filtren al interior del edificio. El resullado es un ambiente 
no donde los li'mites entre interior y exterior se desdibujan, 

La vegetation que ocupaba el solar donde ahora se alza el edit Si 

evoca mediants una cubiei ta de hierba bajo la eual se desarrolla la cons- 

6ft como si se tralara de una formation geotogica compuesta de 
■ li -; ntas plantas que se conectan entre sf mediante sotuciones diversas 
(plantas aterrazadas, escaleras monumentales y ligeras pendientes que 
marcan la ruta a la cubierta). 

Las instalaciones se ocultan bajo un suelo tecnico por donde discu- 
rren conductos semitransparentes que .ilbergan las instataciones del 
aire acondicionado, la electricidad y los sistemas informaticos. Los 
matei lales empleados en la construction del edificio evocan las anti- 
guas villas. En vez de falsos techos estos son "reales". Las paredes no 
son pre fab ri cad as. smo que en las particiones se ha empleado piedra. 
acero. madera y plastico. Las alfombras son persas y de sisa. 
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The differences in height in the continuous 
interior, combined with the wings created by 
the gaps, make possible a wide range ot 
work contexts. 

a a ites 1 1 ' i j ■ as del edifido y las alas 
que resultan de las dwersas peiforaciones 
favorecen la creation de un gran niimero 
deambii ■ tbaja 
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Level 3 / Plante 3 
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Level 5 / Plarrta S 
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The floors are supported by a grid of columns 
and stabilising props which in combination with 
the completely open elevation ensure that the 
rooms retain the greatest possible transparency. 

Las plantas se desamollan sobre una cuadrf- 
cula de columnas y sobre puntaies de arrios- 
Irarraer I i columnas camo la faeha- 

d.i completamente aberta, conmbuyen a 
praporcionar a las ■ i cantidad de 

Iu7 natural 
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North elevalion / Alzado nor 
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East seclion / Seccton este 
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East elevation / Alzado este 





The project can be described using 
terms such as compactness (absence 

ot iong corridors) and spatial differentia- 
tion (a large number of different rooms) 
and in terms of its relationship to the 

landscape around it. 



El proyecto m define en funoon de 
5U disposition intenoi: de la vanedad 
de espacios >■ tipologias que se con- 
centran en un solo edifido, y del 
estrecho dialogo que mantiene con 
el paisaje cirtundantc. 
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South elevation / Alzado sur 




West efevalion / Alzado oeste 
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Technical details 1 I icha let nica 

Architect / Arqu'rtecto; 
MVRDV (Winy Maas, Jacob van Rijs and 
Nathalie de Vries with Stefan Witleman. 
Alex Brouwer. Joost Glissenaar, Arjan 
Mulder, Eline Strijkers. Willem Timmer, 
Jaap van Dijk, Fokke Moerel. Joost Kok) 

Preyed / Proyeclo: 
Villa VPRO 

Location / Localization: 
Hilversum, The Netherlands 

Master builders / Aparejadores 
Pieters Bouwtechniek 
Haarlem and Ove Arjp & Partners 
OGMR 

Electricity & Instalations / Electncidad 
e Instalaciones: 

Centrum Bouwonderzoek TNO-T 
Robin Hood Produklies 

Area / Superficie: 
10,500 sqm 




